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H Tungsten  
Belt Cleaner

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. The H tungsten cleaners 
are top performing primary belt cleaners that handle 
abrasive materials and operate at high speeds. The 
high abrasion resistant tungsten is the perfect option for 
spliced conveyor belts. All carry-back removed by the 
belt cleaner is retained within the chute and ultimately 
becomes saleable product. 

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable for single or bi-directional conveyors.

Suitable for use on vulcanised conveyor belts.

Removes majority of product fines, approximately 
80%

=

=

Improves performance of secondary cleaners

Product fines returned to the product flow, 
maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in either standard, heavy duty or 
super pole configuration

=
Allows the duty of the cleaner to be matched to the 
size and speed of the conveyor 

Supplied with bolt-on tungsten tips

=

=

=

Allows alignment of cleaning elements to deliver 
optimum performance

Increases life expectancy of tungsten tip

Minimises maintenance costs

Choice of high grade tungsten tip thickness 

=

=

=

Increases life expectancy of tungsten tip

Minimises maintenance costs

Optimises performance

Our components are interchangeable with 
most brands =

Cost savings achieved without the need to replace 
the cleaner

Our components are manufactured from castings 
with smooth rounded edges

=

=

=

Ensures uniformity of product

Consistent accuracy of product improves serviceability

Reduces exposure to potential hand injuries

FEATURES BENEFITS

Available with spring or air tensioning systems  
that self adjust = Reduces maintenance costs as no manual 

adjustment required
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Item Code 
Standard 
Suspension 
Arms

Item Code 
Heavy Duty 
Suspension 
Arms

Description Unit
Overall Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

13-10-001 13-11-001 Cleaner H 0450 Tungsten SS Each 1250 49 3⁄16 48 1 7⁄8 400 18 2 20 44

13-10-002 13-11-002 Cleaner H 0450 Tungsten S Each 1250 49 3⁄16 48 1 7⁄8 400 18 2 20 44

13-10-003 13-11-003 Cleaner H 0450 Tungsten M Each 1250 49 3⁄16 48 1 7⁄8 400 18 2 20 44

13-10-004 13-11-004 Cleaner H 0600 Tungsten SS Each 1350 53 1⁄8 48 1 7⁄8 600 24 3 24 53

13-10-005 13-11-005 Cleaner H 0600 Tungsten S Each 1350 53 1⁄8 48 1 7⁄8 600 24 3 24 53

13-10-006 13-11-006 Cleaner H 0600 Tungsten M Each 1350 53 1⁄8 48 1 7⁄8 600 24 3 24 53

13-10-007 13-11-007 Cleaner H 0750 Tungsten SS Each 1500 59 1⁄16 48 1 7⁄8 750 30 3 25 55

13-10-008 13-11-008 Cleaner H 0750 Tungsten S Each 1500 59 1⁄16 48 1 7⁄8 750 30 3 25 55

13-10-009 13-11-009 Cleaner H 0750 Tungsten M Each 1500 59 1⁄16 48 1 7⁄8 750 30 3 25 55

13-10-010 13-11-010 Cleaner H 0900 Tungsten SS Each 1650 64 15⁄16 60 2 3⁄8 900 36 4 32 70

13-10-011 13-11-011 Cleaner H 0900 Tungsten S Each 1650 64 15⁄16 60 2 3⁄8 900 36 4 32 70

13-10-012 13-11-012 Cleaner H 0900 Tungsten M Each 1650 64 15⁄16 60 2 3⁄8 900 36 4 32 70

13-10-013 13-11-013 Cleaner H 0900 Tungsten L Each 1650 64 15⁄16 60 2 3⁄8 900 36 4 32 70

13-10-014 13-11-014 Cleaner H 1050 Tungsten SS Each 1800 70 7⁄8 60 2 3⁄8 1050 42 5 37 81

13-10-015 13-11-015 Cleaner H 1050 Tungsten S Each 1800 70 7⁄8 60 2 3⁄8 1050 42 5 37 81

13-10-016 13-11-016 Cleaner H 1050 Tungsten M Each 1800 70 7⁄8 60 2 3⁄8 1050 42 5 37 81

13-10-017 13-11-017 Cleaner H 1050 Tungsten L Each 1800 70 7⁄8 60 2 3⁄8 1050 42 5 37 81

13-10-019 13-11-018 Cleaner H 1200 Tungsten SS Each 1950 76 3/4 60 2 3⁄8 1200 48 6 42 92

13-10-020 13-11-019 Cleaner H 1200 Tungsten S Each 1950 76 3/4 60 2 3⁄8 1200 48 6 42 92

13-10-021 13-11-020 Cleaner H 1200 Tungsten M Each 1950 76 3/4 60 2 3⁄8 1200 48 6 42 92

13-10-022 13-11-021 Cleaner H 1200 Tungsten L Each 1950 76 3/4 60 2 3⁄8 1200 48 6 42 92

13-10-023 13-11-022 Cleaner H 1400-1500 Tungsten S Each 2350 92 1/2 60 2 3⁄8 1400 60 7 58 129

13-10-024 13-11-023 Cleaner H 1400-1500 Tungsten M Each 2350 92 1/2 60 2 3⁄8 1400 60 7 58 129

13-10-025 13-11-024 Cleaner H 1400-1500 Tungsten L Each 2350 92 1/2 60 2 3⁄8 1400 60 7 58 129

13-10-026 13-11-025 Cleaner H 1400-1500 Tungsten LL Each 2350 92 1/2 60 2 3⁄8 1400 60 7 58 129

13-10-027 13-11-026 Cleaner H 1600 Tungsten S Each 2450 96 7⁄16 60 2 3⁄8 1600 64 8 52 114

13-10-028 13-11-027 Cleaner H 1600 Tungsten M Each 2450 96 7⁄16 60 2 3⁄8 1600 64 8 52 114

13-10-029 13-11-028 Cleaner H 1600 Tungsten L Each 2450 96 7⁄16 60 2 3⁄8 1600 64 8 52 114

13-10-030 13-11-029 Cleaner H 1600 Tungsten LL Each 2450 96 7⁄16 60 2 3⁄8 1600 64 8 52 114

13-10-031 13-11-030 Cleaner H 1800 Tungsten S Each 2650 104 5⁄16 73 2 7⁄8 1800 72 9 66 146

13-10-032 13-11-031 Cleaner H 1800 Tungsten M Each 2650 104 5⁄16 73 2 7⁄8 1800 72 9 66 146

13-10-033 13-11-032 Cleaner H 1800 Tungsten L Each 2650 104 5⁄16 73 2 7⁄8 1800 72 9 66 146

13-10-034 13-11-033 Cleaner H 1800 Tungsten LL Each 2650 104 5⁄16 73 2 7⁄8 1800 72 9 66 146
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to reduce 
carry back, safety hazards and environmental impact along 
the conveyor. The retractable H tungsten cleaners combine 
the features of our standard cleaner with the additional 
benefit of a retractable cartridge. The cartridge allows the 
cleaner to be serviced efficiently with rotable spares which 
can be built prior to a shutdown. In addition, the use of the 
retractable cleaner minimises the hazards associated with 
manual handling as only the cartridge needs to be removed 
while the structural pole remains in position within the chute. 
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt. 
Suitable to single or bi-directional conveyors.
Suitable for use on vulcanised conveyor belts only

FEATURES BENEFITS

Retractable H Tungsten  
Belt Cleaner

Retractable Cartridge

=

=

=

Rotable cartridges can be refurbished outside of 
shutdowns
Minimal time required to replace rotable cartridge 
during shutdown which increases output
Minimises exposure to manual handling as retractable 
cartridge weighs approx. only 50% of the cleaner

Removes majority of fines, approximately 80%
=
=
 

Improves performance of secondary cleaners
Fines returned to the product flow,  
maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Choice of high grade tungsten tip thickness
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are manufactured from  
castings with smooth rounded edges

=

=
=

Our components are manufactured from castings 
with smooth rounded edges
Ensures uniformity of product 
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

Available with spring or air tensioning systems  
that self adjust = Reduces maintenance costs as no manual 

adjustment required

Individual cleaning segments allow cleaner to 
conform to belt profile = Optimises performance
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Please contact TS Global for part number, length and weight.

Retractable H Tungsten  
Belt Cleaner
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H Polyurethane  
Belt Cleaner

*Available in natural and fire resistant anti-static (FRAS) compounds

Removes majority of product fines, approximately 
80%

=

=

Improves performance of secondary cleaners

Product fines returned to the product flow, 
maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in either standard, heavy duty or 
super pole configuration

=
Allows the duty of the cleaner to be matched to the 
size and speed of the conveyor 

Designed with wear indicators on blades = Clearly identifies when maintenance is required

Choice of multiple grades of polyurethane

=

=

=

Increases life expectancy of polyurethane tip

Minimises maintenance costs

Optimises performance

Components are Interchangeable with most brands =
Cost savings achieved without the need to replace 
the cleaner

Components are manufactured from castings with 
smooth rounded edges

=

=

=

Ensures uniformity of product

Consistent accuracy of product improves serviceability

Reduces exposure to potential hand injuries

Supplied with spring tensioning system that self 
adjusts (also available with air tensioners)

=
Reduces maintenance costs as no manual 
adjustment required

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. The H polyurethane cleaners 
are top performing primary belt cleaners that handle 
abrasive materials and operate at high speeds. The high-
grade polyurethane is the perfect option for conveyors 
with mechanical fasteners or where cover damage or 
repairs preclude the use of tungsten tips. Balancing cost 
effectiveness with long life functionality makes this the 
ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single or bi-directional conveyors.

Suitable for use on all clipped or vulcanised conveyor belts.

FEATURES BENEFITS
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*Also available in reinforced pole. 

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code 
Natural 
Polyurethane

Item Code 
FRAS 
Polyurethane

Description Unit
Pole Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

13-14-003 13-16-001 Cleaner H 0450 Poly SS Each 1250 49 3⁄16 48 1 7⁄8 400 18      2 21 45

13-14-002 13-16-002 Cleaner H 0450 Poly S Each 1250 49 3⁄16 48 1 7⁄8 400 18      2 21 45

13-14-001 13-16-003 Cleaner H 0450 Poly M Each 1250 49 3⁄16 48 1 7⁄8 400 18      2 21 45

13-14-006 13-16-004 Cleaner H 0600 Poly SS Each 1350 53 1⁄8 48 1 7⁄8 600 24      3 25 55

13-14-005 13-16-005 Cleaner H 0600 Poly S Each 1350 53 1⁄8 48 1 7⁄8 600 24      3 25 55

13-14-004 13-16-006 Cleaner H 0600 Poly M Each 1350 53 1⁄8  48 1 7⁄8 600 24      3 25 55

13-14-009 13-16-007 Cleaner H 0750 Poly SS Each 1500 59 1⁄16 48 1 7⁄8 750 30      3 26 57

13-14-008 13-16-008 Cleaner H 0750 Poly S Each 1500 59 1⁄16 48 1 7⁄8 750 30      3 26 57

13-14-007 13-16-009 Cleaner H 0750 Poly M Each 1500 59 1⁄16 48 1 7⁄8 750 30      3 26 57

13-14-013 13-16-010 Cleaner H 0900 Poly SS Each 1650 64 15⁄16 60 2 3⁄8 900 36      4 33 73

13-14-012 13-16-011 Cleaner H 0900 Poly S Each 1650 64 15⁄16 60 2 3⁄8 900 36      4 33 73

13-14-011 13-16-012 Cleaner H 0900 Poly M Each 1650 64 15⁄16 60 2 3⁄8 900 36      4 33 73

13-14-010 13-16-013 Cleaner H 0900 Poly L Each 1650 64 15⁄16 60 2 3⁄8 900 36      4 33 73

13-14-017 13-16-014 Cleaner H 1050 Poly SS Each 1800 70 7⁄8 60 2 3⁄8 1050 42      5 38 85

13-14-016 13-16-015 Cleaner H 1050 Poly S Each 1800 70 7⁄8 60 2 3⁄8 1050 42      5 38 85

13-14-015 13-16-016 Cleaner H 1050 Poly M Each 1800 70 7⁄8  60 2 3⁄8 1050 42      5 38 85

13-14-014 13-16-017 Cleaner H 1050 Poly L Each 1800 70 7⁄8 60 2 3⁄8 1050 42      5 38 85

13-14-021 13-16-018 Cleaner H 1200 Poly SS Each 1950 76 3⁄4 60 2 3⁄8 1200 48      6 44 96

13-14-020 13-16-019 Cleaner H 1200 Poly S Each 1950 76 3⁄4 60 2 3⁄8 1200 48      6 44 96

13-14-019 13-16-020 Cleaner H 1200 Poly M Each 1950 76 3⁄4 60 2 3⁄8 1200 48      6 44 96

13-14-018 13-16-021 Cleaner H 1200 Poly L Each 1950 76 3⁄4 60 2 3⁄8 1200 48      6 44 96

13-14-024 13-16-022 Cleaner H 1400-1500 Poly S Each 2350 92 1⁄2 60 2 3⁄8 1400 56      7 50 109

13-14-023 13-16-023 Cleaner H 1400-1500 Poly M Each 2350 92 1⁄2 60 2 3⁄8 1400 56      7 50 109

13-14-022 13-16-024 Cleaner H 1400-1500 Poly L Each 2350 92 1⁄2  60 2 3⁄8 1400 56      7 50 109

13-14-027 13-16-025 Cleaner H 1600 Poly S Each 2450 96 7⁄16 60 2 3⁄8 1600 64      8 64 142

13-14-026 13-16-026 Cleaner H 1600 Poly M Each 2450 96 7⁄16 60 2 3⁄8 1600 64      8 64 142

13-14-025 13-16-027 Cleaner H 1600 Poly L Each 2450 96 7⁄16 60 2 3⁄8 1600 64      9 69 152

13-14-030 13-16-028 Cleaner H 1800 Poly S Each 2650 104 5⁄16 73 2 7⁄8 1800 72      9 69 152

13-14-029 13-16-029 Cleaner H 1800 Poly M Each 2650 104 5⁄16 73 2 7⁄8 1800 72      9 69 152

13-14-028 13-16-030 Cleaner H 1800 Poly L Each 2650 104 5⁄16 73 2 7⁄8 1800 72      9 69 152

H Polyurethane  
Belt Cleaner
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Removes majority of fines, approximately 80%
=
=

Improves performance of secondary cleaners
Fines returned to the product flow, maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in heavy duty configuration = Cleaner will perform in the harshest conditions

Designed with maintenance in mind =
Components maintained safely and quickly from 
outside the chute

Supplied with our patented wear indicators
=

=

Clearly identifies when maintenance is required from 
outside the chute
Eliminates hazards of inspecting the belt cleaner 
while belt is operating

Choice of multiple grades of polyurethane 

=
=
=
=

Allows matching of blends to suit site conditions
Increases life expectancy of polyurethane tip
Minimises maintenance costs
Optimises performance

Components are interchangeable with other brands =
Cost savings achieved without the need to replace 
the cleaner

Our components are manufactured from castings 
with smooth rounded edges

= 
=
=

Ensures uniformity of product
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

XHD  
Belt Cleaner

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. The XHD polyurethane 
cleaners are top performing primary belt cleaners that 
handle abrasive materials and operate at high speeds. 
The high-grade polyurethane is the perfect option for 
conveyors with mechanical fasteners or where cover 
damage or repairs preclude the use of tungsten tips.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single or bi-directional conveyors.

Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS
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XHD  
Belt Cleaner

* Also available in Ceramic, Ceramic FRAS, Hi-Temperature, Low-Friction and Chemical-Resistant blade. 

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code 
Standard 
Blades

Item Code 
FRAS  
Blades

Description Unit
Pole Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

24-10-020 24-11-020 Cleaner Tuff XHD 0600 Spring Tension Each 1600 63      73 2 3⁄8 600 24      3 66 146

24-10-021 24-11-021 Cleaner Tuff XHD 0750 Spring Tension Each 1750 68  7⁄8 73 2 3⁄8 750 30      4 66 146

24-10-001 24-11-001 Cleaner Tuff XHD 0900 Spring Tension Each 1900 74 13⁄16 73 2 3⁄8 900 36      5 66 146

24-10-002 24-11-002 Cleaner Tuff XHD 1050 Spring Tension Each 2060 81  1⁄8 73 2 3⁄8 1050 42      6 71 157

24-10-003 24-11-003 Cleaner Tuff XHD 1200 Spring Tension Each 2200 86  5⁄8 73 2 3⁄8 1200 48      6 76 168

24-10-004 24-11-004 Cleaner Tuff XHD 1400 Spring Tension Each 2380 93 11⁄16 73 2 3⁄8 1400 56      7 84 184

24-10-005 24-11-005 Cleaner Tuff XHD 1500 Spring Tension Each 2540 100      73 2 3⁄8 1500 60      8 98 215

24-10-006 24-11-006 Cleaner Tuff XHD 1600 Spring Tension Each 2700 106  5⁄16 73 2 3⁄8 1600 64      9 115 253

24-10-007 24-11-007 Cleaner Tuff XHD 1800 Spring Tension Each 2860 112  5⁄8 73 2 3⁄8 1800 72      10 122 269

24-10-008 24-11-008 Cleaner Tuff XHD 2000 Spring Tension Each 3020 118  7⁄8 73 2 3⁄8 2000 80      11 147 324

24-10-009 24-11-009 Cleaner Tuff XHD 2200 Spring Tension Each 3180 125  3⁄16 73 2 3⁄8 2200 86      12 156 344

24-10-010 24-11-010 Cleaner Tuff XHD 2400 Spring Tension Each 3340 131  1⁄2 73 2 3⁄8 2400 94      13 165 364

24-10-011 24-11-011 Cleaner Tuff XHD 2600 Spring Tension Each 3500 137 13⁄16 73 2 3⁄8 2600 102      14 174 384

24-17-020 24-18-020 Cleaner Tuff XHD 0600 Air Tension Each 1600 63      73 2 3⁄8 600 24      3 66 144

24-17-021 24-18-020 Cleaner Tuff XHD 0750 Air Tension Each 1750 68  7⁄8 73 2 3⁄8 750 30      4 66 144

24-17-001 24-18-001 Cleaner Tuff XHD 0900 Air Tension Each 1900 74 13⁄16 73 2 3⁄8 900 36      5 66 144

24-17-002 24-18-002 Cleaner Tuff XHD 1050 Air Tension Each 2060 81  1⁄8 73 2 3⁄8 1050 42      6 71 155

24-17-003 24-18-003 Cleaner Tuff XHD 1200 Air Tension Each 2200 86  5⁄8 73 2 3⁄8 1200 48      6 76 166

24-17-004 24-18-004 Cleaner Tuff XHD 1400 Air Tension Each 2380 93 11⁄16 73 2 3⁄8 1400 56      7 83 182

24-17-005 24-18-005 Cleaner Tuff XHD 1500 Air Tension Each 2540 100      73 2 3⁄8 1500 60      8 97 213

24-17-006 24-18-006 Cleaner Tuff XHD 1600 Air Tension Each 2700 106  5⁄16 73 2 3⁄8 1600 64      9 113 249

24-17-007 24-18-007 Cleaner Tuff XHD 1800 Air Tension Each 2860 112  5⁄8 73 2 3⁄8 1800 72      10 120 265

24-17-008 24-18-008 Cleaner Tuff XHD 2000 Air Tension Each 3020 118  7⁄8 73 2 3⁄8 2000 80      11 145 320

24-17-009 24-18-009 Cleaner Tuff XHD 2200 Air Tension Each 3180 125  3⁄16 73 2 3⁄8 2200 86      12 154 340

24-17-010 24-18-010 Cleaner Tuff XHD 2400 Air Tension Each 3340 131  1⁄2 73 2 3⁄8 2400 94      13 163 360

24-17-011 24-18-011 Cleaner Tuff XHD 2600 Air Tension Each 3500 137 13⁄16 73 2 3⁄8 2600 102      14 172 380
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EP  
Belt Cleaner

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. The EP cleaner is low cost, 
and easy to maintain. All carry-back removed by the 
belt cleaner is retained within the chute and ultimately 
becomes saleable product. 

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable for single or bi-directional conveyors.

Suitable for use on vulcanised or clipped conveyor belts.

Suitable for belt speed up to 4.0m/s.

Suitable for pulley diameter 250-900mm.

Removes majority of product fines,  
approximately 80%

=

=

Improves performance of secondary cleaners

Product fines returned to the product flow, 
maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Supplied with single blade that  
slide on and retained by pin 

=

=

Easy to install

Minimises maintenance costs

Our components are interchangeable  
with most brands =

Cost savings achieved without the  
need to replace the cleaner

Our components are manufactured from castings 
with smooth rounded edges

=

=

=

Ensures uniformity of product

Consistent accuracy of product improves serviceability

Reduces exposure to potential hand injuries

FEATURES BENEFITS
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Item Code Description Unit
Pole Length Pole Diameter Blade Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

85-10-001 Cleaner TUFF EP 0450 Each 1227 48 5⁄16 60 2 3⁄8 407 16 18 40

85-10-002 Cleaner TUFF EP 0600 Each 1379 54 5⁄16 60 2 3⁄8 559 22 21 46

85-10-003 Cleaner TUFF EP 0750 Each 1532 60 5⁄16 60 2 3⁄8 712 28 1⁄16      24 53

85-10-004 Cleaner TUFF EP 0900 Each 1684 66 5⁄16 60 2 3⁄8 864 34 28 62

85-10-005 Cleaner TUFF EP 1050 Each 1836 72 5⁄16 60 2 3⁄8 1016 40 31 68

85-10-006 Cleaner TUFF EP 1200 Each 1989 78 5⁄16 60 2 3⁄8 1169 46 36 79

85-10-007 Cleaner TUFF EP 1350 Each 2191 86 1⁄4 60 2 3⁄8 1321 52 40 88

85-10-008 Cleaner TUFF EP 1500 Each 2394 94 1⁄4 60 2 3⁄8 1474 58 1⁄16 43 95

85-10-009 Cleaner TUFF EP 1600 Each 2495 98 1⁄4 60 2 3⁄8 1575 62 45 99

85-10-010 Cleaner TUFF EP 1800 Each 2698 106 1⁄4 60 2 3⁄8 1778 70 49 108

EP  
Belt Cleaner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as an 
individual belt cleaner, best results are achieved when it is 
installed as part of a complete cleaning system. Working 
in conjunction with a primary cleaner, the P belt cleaner 
removes the fine residue left behind by the primary cleaner. 
You can choose to install a P belt cleaner with or without 
water sprays – either way the results are impressive. 
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single directional conveyors only.

Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

P Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed = Fines are returned to the product flow, maximising 

revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in either standard, heavy duty or 
super pole configuration = Allows the duty of the cleaner to be matched to the 

size and speed of the conveyor 

Supplied with bolt on tungsten tips
=
=
=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness 
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are interchangeable with 
most brands =

Cost savings achieved without the need to replace 
the cleaner

Supplied with unique two piece clamping system = Allows the pole to be supported while removing 
cleaner

Our components are manufactured from castings 
with smooth rounded edges

= 
=
=

Ensures uniformity of product
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries
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Item Code Description Unit
Pole Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

14-10-001 Cleaner P 0450 Tungsten Each 1250 49 3⁄16 48 1 7⁄8 400 18      3 18 40

14-10-002 Cleaner P 0600 Tungsten Each 1350 53 1⁄8 48 1 7⁄8  600 24      4 20 44

14-10-003 Cleaner P 0750 Tungsten Each 1500 59 1⁄16 48 1 7⁄8  750 30      5 22 49

14-10-004 Cleaner P 0900 Tungsten Each 1650 64 15⁄16 60 2 3⁄8 900 36      6 35 77

14-10-005 Cleaner P 1050 Tungsten Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 37 82

14-10-006 Cleaner P 1200 Tungsten Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 44 97

14-10-007 Cleaner P 1400 Tungsten Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 47 104

14-10-008 Cleaner P 1500 Tungsten Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 50 110

14-10-009 Cleaner P 1600 Tungsten Each 2500 98 7⁄16 73 2 7⁄8 1500 64      10 52 115

14-10-010 Cleaner P 1800 Tungsten Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 56 123

14-11-001 Cleaner P 1050 Tungsten Reinforced Pole Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 36 79

14-11-002 Cleaner P 1200 Tungsten Reinforced Pole Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 50 110

14-11-003 Cleaner P 1400 Tungsten Reinforced Pole Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 56 123

14-11-004 Cleaner P 1500 Tungsten Reinforced Pole Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 59 130

14-11-005 Cleaner P 1600 Tungsten Reinforced Pole Each 2500 98 7⁄16 73 2 7⁄8 1600 64      10 60 132

14-11-006 Cleaner P 1800 Tungsten Reinforced Pole Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 67 148

14-11-007 Cleaner P 2000 Tungsten Reinforced Pole Each 2950 116 1⁄8 73 2 7⁄8 2000 80      13 72 159

14-11-008 Cleaner P 2200 Tungsten Reinforced Pole Each 3100 122 1⁄16 73 2 7⁄8 2200 86      14 77 170

14-11-009 Cleaner P 2500 Tungsten Reinforced Pole Each 3400 133 7⁄8 73 2 7⁄8 2500 98      16 83 183

P Tungsten  
Belt Cleaner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. Working in conjunction with 
a primary cleaner, the spray pole P belt cleaner operated 
by our water control manifold ensures the cleaners are 
performing at the optimum level, thus reducing wear to the 
conveyor belt, return rollers and pulley lagging. The sprays 
are incorporated within the main support pole and play an 
integral part in the reduction of carry-back. This significantly 
reduces safety hazards and environmental impacts around 
the conveyor. Balancing cost effectiveness with long life 
functionality makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any conveyor 
belt. Suitable to single directional conveyors only. Suitable 
for use on vulcanised conveyor belts only. Available with a 
range of spray jet sizes to suit site requirements.

FEATURES BENEFITS

Spray Pole P Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed = Fines are returned to the product flow, maximising 

revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Water sprays incorporated within the main 
support pole

=

=

Improves cleaner performance by up to 300%, in 
particular where sticky material is conveyed
Extends life of cleaner components and conveyor belt 
due to water acting as lubricant and reducing wear

Manufactured in either standard, heavy duty or 
super pole configuration = Allows the duty of the cleaner to be matched to the 

size and speed of the conveyor 

Supplied with bolt-on tungsten tips
=

=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness 
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are interchangeable with most 
brands = Cost savings achieved without the need to replace 

the cleaner

Supplied with unique two-piece clamping system = Allows the pole to be supported while removing cleaner

Individual cleaning segments allow cleaner to 
conform to belt profile = Optimises  performance
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Item Code Description Unit
Overall Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

14-14-001 Cleaner P Spray 0450 Tungsten with P Tips Each 1000 39 3⁄8 73 2 7⁄8 400 18      3 22 47

14-14-002 Cleaner P Spray 0600 Tungsten with P Tips Each 1000 39 3⁄8 73 2 7⁄8 600 24      4 26 56

14-14-003 Cleaner P Spray 0750 Tungsten with P Tips Each 1250 49 3⁄16 73 2 7⁄8 750 30      5 29 65

14-14-004 Cleaner P Spray 0900 Tungsten with P Tips Each 1400 55 1⁄8 73 2 7⁄8 900 36      6 32 71

14-14-005 Cleaner P Spray 1050 Tungsten with P Tips Each 1600 63      73 2 7⁄8 1050 42      7 36 80

14-14-006 Cleaner P Spray 1200 Tungsten with P Tips Each 1800 70 7⁄8 73 2 7⁄8 1200 48      8 40 87

14-14-007 Cleaner P Spray 1400 Tungsten with P Tips Each 2000 78 3⁄4 73 2 7⁄8 1400 56      9 43 95

14-14-008 Cleaner P Spray 1500 Tungsten with P Tips Each 2100 82 11⁄16 73 2 7⁄8 1500 60      10 45 99

14-14-009 Cleaner P Spray 1600 Tungsten with P Tips Each 2200 86 5⁄8 73 2 7⁄8 1600 64      10 48 105

14-14-010 Cleaner P Spray 1800 Tungsten with P Tips Each 2500 98 7⁄16 73 2 7⁄8 1800 72      12 53 116

14-15-001 Cleaner P Spray 1050 Tungsten Reinforced Pole with P Tips Each 1600 63      73 2 7⁄8 1050 42      7 46 101

14-15-002 Cleaner P Spray 1200 Tungsten Reinforced Pole with P Tips Each 1800 70 7⁄8 73 2 7⁄8 1200 48      8 50 110

14-15-003 Cleaner P Spray 1400 Tungsten Reinforced Pole with P Tips Each 2000 78 3⁄4 73 2 7⁄8 1400 56      9 55 122

14-15-004 Cleaner P Spray 1500 Tungsten Reinforced Pole with P Tips Each 2100 82 11⁄16 73 2 7⁄8 1500 60      10 58 127

14-15-005 Cleaner P Spray 1600 Tungsten Reinforced Pole with P Tips Each 2200 86 5⁄8 73 2 7⁄8 1600 64      10 61 133

14-15-006 Cleaner P Spray 1800 Tungsten Reinforced Pole with P Tips Each 2500 98 7⁄16 73 2 7⁄8 1800 72      12 68 149

14-15-007 Cleaner P Spray 2000 Tungsten Reinforced Pole with P Tips Each 2900 114  3⁄16 73 2 7⁄8 2000 80      13 71 157

14-15-008 Cleaner P Spray 2200 Tungsten Reinforced Pole with P Tips Each 3100 122 1⁄16 73 2 7⁄8 2200 86      14 75 166

14-15-009 Cleaner P Spray 2500 Tungsten Reinforced Pole with P Tips Each 3300 129 15⁄16 73 2 7⁄8 2500 98      16 81 178

Spray Pole P Tungsten  
Belt Cleaner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to reduce 
carry back, safety hazards and environmental impact along 
the conveyor. The retractable P tungsten cleaners combine 
the features of our standard cleaner with the additional 
benefit of a retractable cartridge. The cartridge allows the 
cleaner to be serviced efficiently with rotable spares which 
can be built prior to a shutdown. In addition, the use of the 
retractable cleaner minimises the hazards associated with 
manual handling as only the cartridge needs to be removed 
while the structural pole remains in position within the chute. 
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any  
conveyor belt. 
Suitable to single conveyors only. 
Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

Retractable P Tungsten  
Belt Cleaner

Retractable Cartridge

=
=

=

Rotable cartridges can be refurbished outside of shutdowns
Minimal time required to replace rotable cartridge 
during shutdown which increases output
Minimises exposure to manual handling as retractable 
cartridge weighs approx. only 50% of the cleaner

Performs final cleaning ensuring up to 98% of  
fines are removed = Fines returned to the product flow,  

maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Supplied with bolt on tungsten tips

=

=
=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are Interchangeable with most brands = Cost savings achieved without the need to replace the cleaner

Our components are manufactured from castings  
with smooth rounded edges

=
=
=

Ensures uniformity of product 
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

Available with spring or air tensioning systems  
that self adjust = Reduces maintenance costs as no manual adjustment 

required
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Please contact TS Global for part number, length and weight.

Retractable P Tungsten  
Belt Cleaner
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as an 
individual belt cleaner, best results are achieved when it is 
installed as part of a complete cleaning system. Working 
in conjunction with a primary cleaner, the self adjusting 
retractable tungsten spring tensioned P cleaner removes 
the fine residue left behind by the primary cleaner. You 
can choose to install a P belt cleaner with or without water 
sprays – either way the results are impressive. Balancing 
cost effectiveness with long life functionality makes this 
the ideal choice for your application. 

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single directional conveyors only.

Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

P Tungsten Spring Tensioned 
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed = Fines are returned to the product flow, maximising 

revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in either standard or reinforced pole 
configuration = Allows the duty of the cleaner to be matched to the 

size and speed of the conveyor 

Supplied with bolt on tungsten tips =
=

Allows alignment of cleaning elements to deliver 
optimum performance
Minimises maintenance costs

Choice of high grade tungsten tip thickness 
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are interchangeable with 
most brands =

Cost savings achieved without the need to replace 
the cleaner

Supplied with unique two piece clamping system = Allows pole to be supported while removing cleaner

Our components are manufactured from castings 
with smooth rounded edges

=
=

Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

Self adjusting
= 

= 

Reduces maintenace costs as no manual adjustment 
required.
Keeps cleaner performing at optimum levels
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Item 
Code

Description Unit
Pole Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

14-29-001 Cleaner P 0450 Tungsten Slidemount Spring Tension Each 1250 49 3⁄16 48 1 7⁄8 400 18      3 18 38

14-29-002 Cleaner P 0600 Tungsten Slidemount Spring Tension Each 1350 53 1⁄8 48 1 7⁄8  600 24      4 19 42

14-29-003 Cleaner P 0750 Tungsten Slidemount Spring Tension Each 1500 59 1⁄16 48 1 7⁄8  750 30      5 21 47

14-29-004 Cleaner P 0900 Tungsten Slidemount Spring Tension Each 1650 64 15⁄16 60 2 3⁄8 900 36      6 35 77

14-29-005 Cleaner P 1050 Tungsten Slidemount Spring Tension Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 37 82

14-29-006 Cleaner P 1200 Tungsten Slidemount Spring Tension Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 44 97

14-29-007 Cleaner P 1400 Tungsten Slidemount Spring Tension Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 47 104

14-29-008 Cleaner P 1500 Tungsten Slidemount Spring Tension Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 50 110

14-29-009 Cleaner P 1600 Tungsten Slidemount Spring Tension Each 2500 98 7⁄16 73 2 7⁄8 1500 64      10 52 115

14-29-010 Cleaner P 1800 Tungsten Slidemount Spring Tension Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 56 123

14-34-020 Cleaner P 0900 Tungsten Reinforced Pole Slidemount Spring Tension Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 37 82

14-34-001 Cleaner P 1050 Tungsten Reinforced Pole Slidemount Spring Tension Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 42 92

14-34-002 Cleaner P 1200 Tungsten Reinforced Pole Slidemount Spring Tension Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 50 111

14-34-003 Cleaner P 1400 Tungsten Reinforced Pole Slidemount Spring Tension Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 56 124

14-34-004 Cleaner P 1500 Tungsten Reinforced Pole Slidemount Spring Tension Each 2500 98 7⁄16 73 2 7⁄8 1600 64      10 59 130

14-34-005 Cleaner P 1600 Tungsten Reinforced Pole Slidemount Spring Tension Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 60 132

14-34-006 Cleaner P 1800 Tungsten Reinforced Pole Slidemount Spring Tension Each 2950 116 1⁄8 73 2 7⁄8 2000 80      13 67 148

14-34-007 Cleaner P 2000 Tungsten Reinforced Pole Slidemount Spring Tension Each 3100 122 1⁄16 73 2 7⁄8 2200 86      14 72 159

14-34-008 Cleaner P 2200 Tungsten Reinforced Pole Slidemount Spring Tension Each 3400 133 7⁄8 73 2 7⁄8 2500 98      16 77 170

P Tungsten Spring Tensioned 
Belt Cleaner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as an 
individual belt cleaner, best results are achieved when it is 
part of a complete cleaning system. Working in conjunction 
with a primary cleaner, the R belt cleaner removes the fine 
residue left behind by the primary cleaner. You can choose 
to install the R belt cleaner with or without water sprays – 
either way the results are impressive. Balancing cost 
effectiveness with long life functionality makes this the 
ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single or bi-directional conveyors.

Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

R Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed

=
Fines returned to the product flow, maximising 
revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Manufactured in either standard, heavy duty or 
super pole configuration

=
Allows the duty of the cleaner to be matched to the 
size and speed of the conveyor 

Supplied with bolt-on tungsten tips
=

=

=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness 
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are interchangeable with most 
brands =

Cost savings achieved without the need to replace 
the cleaner

Supplied with unique two piece clamping system = Allows the pole to be supported while removing cleaner

Our components are manufactured from castings 
with smooth rounded edges

= 
=
=

Ensures uniformity of product
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries
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Item Code Description Unit
Pole Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

15-10-001 Cleaner R 0450 Tungsten Each 1250 49 3⁄16 48 1 7⁄8 400 18      3 19 42

15-10-002 Cleaner R 0600 Tungsten Each 1350 53 1⁄8 48 1 7⁄8 600 24      4 21 46

15-10-003 Cleaner R 0750 Tungsten Each 1500 59 1⁄16 48 1 7⁄8 750 30      5 23 51

15-10-004 Cleaner R 0900 Tungsten Each 1650 64 15⁄16 60 2 3⁄8 900 36      6 28 62

15-10-005 Cleaner R 1050 Tungsten Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 29 64

15-10-006 Cleaner R 1200 Tungsten Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 41 90

15-10-007 Cleaner R 1400 Tungsten Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 45 99

15-10-008 Cleaner R 1500 Tungsten Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 47 104

15-10-009 Cleaner R 1600 Tungsten Each 2500 98 7⁄16 73 2 7⁄8 1600 64      10 48 106

15-10-010 Cleaner R 1800 Tungsten Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 53 117

15-11-001 Cleaner R 1050 Tungsten Reinforced Pole Each 1800 70 7⁄8 60 2 3⁄8 1050 42      7 37 82

15-11-002 Cleaner R 1200 Tungsten Reinforced Pole Each 1950 76 3⁄4 73 2 7⁄8 1200 48      8 49 108

15-11-003 Cleaner R 1400 Tungsten Reinforced Pole Each 2200 86 5⁄8 73 2 7⁄8 1400 56      9 54 119

15-11-004 Cleaner R 1500 Tungsten Reinforced Pole Each 2350 92 1⁄2 73 2 7⁄8 1500 60      10 57 126

15-11-005 Cleaner R 1600 Tungsten Reinforced Pole Each 2500 98 7⁄16 73 2 7⁄8 1600 64      10 58 128

15-11-006 Cleaner R 1800 Tungsten Reinforced Pole Each 2650 104 5⁄16 73 2 7⁄8 1800 72      12 65 143

15-11-007 Cleaner R 2000 Tungsten Reinforced Pole Each 2950 116 1⁄8 73 2 7⁄8 2000 80      13 70 154

15-11-008 Cleaner R 2200 Tungsten Reinforced Pole Each 3100 122 1⁄16 73 2 7⁄8 2200 86      14 75 165

15-11-009 Cleaner R 2500 Tungsten Reinforced Pole Each 3400 133 7⁄8 73 2 7⁄8 2500 98      16 83 183

R Tungsten  
Belt Cleaner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. Working in conjunction with 
a primary cleaner, the spray pole R belt cleaner operated 
by our water control manifold ensures the cleaners are 
performing at the optimum level, thus reducing wear 
to the conveyor belt, return rollers and pulley lagging. 
The sprays are incorporated within the main support 
pole and play an integral part in the reduction of carry-
back. This significantly reduces safety hazards and 
environmental impacts around the conveyor. Balancing 
cost effectiveness with long life functionality makes this 
the ideal choice for your application.

Application
Installed at the head end or discharge point of any conveyor 
belt. Suitable to single and bi-directional conveyors. 
Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

Spray Pole R Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed = Fines are returned to the product flow, maximising 

revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Water sprays incorporated within the main 
support pole

=

=

Improves cleaner performance by up to 300%, in 
particular where sticky material is conveyed
Extends life of cleaner components and conveyor belt 
due to water acting as lubricant and reducing wear

Manufactured in either standard, heavy duty or 
super pole configuration = Allows the duty of the cleaner to be matched to the 

size and speed of the conveyor 

Supplied with bolt-on tungsten tips
=

=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness 
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are interchangeable with most 
brands = Cost savings achieved without the need to replace 

the cleaner

Supplied with unique two-piece clamping system = Allows the pole to be supported while removing cleaner

Individual cleaning segments allow cleaner to 
conform to belt profile = Optimises  performance
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Item Code Description Unit
Overall Length Pole Diameter Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

15-12-001 Cleaner R Spray 0450 Tungsten with R Tips Each 1000 39 3⁄8 73 2 7⁄8 400 18      3 23 50

15-12-002 Cleaner R Spray 0600 Tungsten with R Tips Each 1000 39 3⁄8 73 2 7⁄8 600 24      4 27 59

15-12-003 Cleaner R Spray 0750 Tungsten with R Tips Each 1250 49 3⁄16 73 2 7⁄8 750 30      5 30 67

15-12-004 Cleaner R Spray 0900 Tungsten with R Tips Each 1400 55 1⁄8 73 2 7⁄8 900 36      6 33 73

15-12-005 Cleaner R Spray 1050 Tungsten with R Tips Each 1600 63      73 2 7⁄8 1050 42      7 37 82

15-12-006 Cleaner R Spray 1200 Tungsten with R Tips Each 1800 70 7⁄8 73 2 7⁄8 1200 48      8 41 89

15-12-007 Cleaner R Spray 1400 Tungsten with R Tips Each 2000 78 3⁄4 73 2 7⁄8 1400 56      9 44 97

15-12-008 Cleaner R Spray 1500 Tungsten with R Tips Each 2100 82 11⁄16 73 2 7⁄8 1500 60      10 46 101

15-12-009 Cleaner R Spray 1600 Tungsten with R Tips Each 2200 86 5⁄8 73 2 7⁄8 1600 64      10 49 108

15-12-010 Cleaner R Spray 1800 Tungsten with R Tips Each 2500 98 7⁄16 73 2 7⁄8 1800 72      12 54 118

15-13-001 Cleaner R Spray 1050 Tungsten Reinforced Pole with R Tips Each 1600 63      73 2 7⁄8 1050 42      7 47 103

15-13-002 Cleaner R Spray 1200 Tungsten Reinforced Pole with R Tips Each 1800 70 7⁄8 73 2 7⁄8 1200 48      8 51 112

15-13-003 Cleaner R Spray 1400 Tungsten Reinforced Pole with R Tips Each 2000 78 3⁄4 73 2 7⁄8 1400 56      9 56 123

15-13-004 Cleaner R Spray 1500 Tungsten Reinforced Pole with R Tips Each 2100 82 11⁄16 73 2 7⁄8 1500 60      10 59 130

15-13-005 Cleaner R Spray 1600 Tungsten Reinforced Pole with R Tips Each 2200 86 5⁄8 73 2 7⁄8 1600 64      10 61 135

15-13-006 Cleaner R Spray 1800 Tungsten Reinforced Pole with R Tips Each 2500 98 7⁄16 73 2 7⁄8 1800 72      12 69 152

15-13-007 Cleaner R Spray 2000 Tungsten Reinforced Pole with R Tips Each 2900 114 3⁄16 73 2 7⁄8 2000 80      13 72 159

15-13-008 Cleaner R Spray 2200 Tungsten Reinforced Pole with R Tips Each 3100 122 1⁄16 73 2 7⁄8 2200 86      14 76 168

15-13-009 Cleaner R Spray 2500 Tungsten Reinforced Pole with R Tips Each 3300 129 15⁄16 73 2 7⁄8 2500 98      16 82 181

Spray Pole R Tungsten  
Belt Cleaner

Q
H

SE
-F

AC
-0

14
 (

R
ev

 2
)

For more information, please contact TS Global directly and/or your TS Global product distributor. 



PRODUCT
FACT
SHEET

Conveyor & Polyurethane Specialists

PAGE 23

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to reduce 
carry back, safety hazards and environmental impact along 
the conveyor. The retractable R tungsten cleaners combine 
the features of our standard cleaner with the additional 
benefit of a retractable cartridge. The cartridge allows the 
cleaner to be serviced efficiently with rotable spares which 
can be built prior to a shutdown. In addition, the use of the 
retractable cleaner minimises the hazards associated with 
manual handling as only the cartridge needs to be removed 
while the structural pole remains in position within the chute. 
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any  
conveyor belt. 
Suitable to single or bi-directional conveyors. 
Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

Retractable R Tungsten  
Belt Cleaner

Retractable Cartridge

=
=

=

Rotable cartridges can be refurbished outside of shutdowns
Minimal time required to replace rotable cartridge 
during shutdown which increases output
Minimises exposure to manual handling as retractable 
cartridge weighs approx. only 50% of the cleaner

Performs final cleaning ensuring up to 98% of  
fines are removed = Fines returned to the product flow,  

maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Supplied with bolt on tungsten tips

=

=
=

Allows alignment of cleaning elements to deliver 
optimum performance
Increases life expectancy of tungsten tip
Minimises maintenance costs

Choice of high grade tungsten tip thickness
=
=
=

Increases life expectancy of tungsten tip
Minimises maintenance costs
Optimises performance

Our components are Interchangeable with most brands = Cost savings achieved without the need to replace the cleaner

Our components are manufactured from castings  
with smooth rounded edges

=
=
=

Ensures uniformity of product 
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

Available with spring or air tensioning systems  
that self adjust = Reduces maintenance costs as no manual adjustment 

required
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Please contact TS Global for part number, length and weight.

Retractable R Tungsten  
Belt Cleaner
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as 
an individual belt cleaner, best results are achieved 
when it is part of a complete cleaning system. Working 
in conjunction with a primary cleaner, the U tungsten 
belt cleaner removes the fine residue left behind by 
the primary cleaner. You can choose to install the 
U tungsten belt cleaner with or without water sprays – 
either way the results are impressive. Balancing cost 
effectiveness with long life functionality makes this the 
ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.
Suitable to single directional conveyors only.
Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

U Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed = Fines returned to the product flow, maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed with a curved blade
=

=

Extremely effective on worn conveyor belts
Improves cleaner performance where sticky material 
is conveyed

Utilises a high grade tungsten blade 
=
=
=

Increases life expectancy of tungsten blade
Minimises maintenance costs
Optimises performance

Our components are Interchangeable with most 
brands = Cost savings achieved without the need to replace 

the cleaner

Our components are manufactured from castings 
with smooth rounded edges

=
=
=

Ensures uniformity of product 
Consistent accuracy of product improves serviceability
Reduces exposure to potential hand injuries

Available with spring systems that self adjust = Reduces maintenance costs as no manual 
adjustment required

Single blade installed = Reduces maintenance cost due to no alignment of 
tips required

*Also available in natural or fire resistant anti-static (FRAS) polyurethane blades
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U Tungsten  
Belt Cleaner

Item Code Description Unit
Overall Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

16-10-001 Cleaner U 0450 Tungsten Blade Each 1250 49 3⁄16 48 1 7⁄8 400 18      38 84

16-10-002 Cleaner U 0600 Tungsten Blade Each 1400 55 1⁄8 48 1 7⁄8 600 24      39 85

16-10-003 Cleaner U 0750 Tungsten Blade Each 1550 61      48 1 7⁄8 750 30      39 87

16-10-004 Cleaner U 0900 Tungsten Blade Each 1700 66 15⁄16 48 1 7⁄8 900 36      40 89

16-10-005 Cleaner U 1050 Tungsten Blade Each 1850 72 13⁄16 48 1 7⁄8 1050 42      42 93

16-10-006 Cleaner U 1200 Tungsten Blade Each 2100 82 11⁄16 60 2 3⁄8 1200 48      47 104

16-10-007 Cleaner U 1400 Tungsten Blade Each 2300 90 9⁄16 60 2 3⁄8 1400 56      50 111

16-10-008 Cleaner U 1500 Tungsten Blade Each 2400 94 1⁄2 60 2 3⁄8 1500 60      53 117

16-10-009 Cleaner U 1600 Tungsten Blade Each 2500 98 7⁄16 60 2 3⁄8 1600 64      55 120

16-10-010 Cleaner U 1800 Tungsten Blade Each 2700 106 5⁄16 73 2 7⁄8 1800 72      61 134

16-10-011 Cleaner U 2000 Tungsten Blade Each 3100 122 1⁄16 73 2 7⁄8 2000 80      64 141

16-11-001 Cleaner U 0450 Poly Blade Each 1250 49 3⁄16 48 1 7⁄8 400 18      38 84

16-11-002 Cleaner U 0600 Poly Blade Each 1400 55 1⁄8 48 1 7⁄8 600 24      38 85

16-11-003 Cleaner U 0750 Poly Blade Each 1550 61      48 1 7⁄8 750 30      39 86

16-11-004 Cleaner U 0900 Poly Blade Each 1700 66 15⁄16 48 1 7⁄8 900 36      40 88

16-11-005 Cleaner U 1050 Poly Blade Each 1850 72 13⁄16 48 1 7⁄8 1050 42      42 92

16-11-006 Cleaner U 1200 Poly Blade Each 2100 82 11⁄16 60 2 3⁄8 1200 48      47 103

16-11-007 Cleaner U 1400 Poly Blade Each 2300 90 9⁄16 60 2 3⁄8 1400 56      50 110

16-11-008 Cleaner U 1500 Poly Blade Each 2400 94 1⁄2 60 2 3⁄8 1500 60      53 116

16-11-009 Cleaner U 1600 Poly Blade Each 2500 98 7⁄16 60 2 3⁄8 1600 64      54 120

16-11-010 Cleaner U 1800 Poly Blade Each 2700 106 5⁄16 73 2 7⁄8 1800 72      60 133

16-11-011 Cleaner U 2000 Poly Blade Each 3100 122 1⁄16 73 2 7⁄8 2000 80      64 140

16-12-001 Cleaner U 0450 Poly Fras Blade Blade 1250 49 3⁄16 48 1 7⁄8 400 18      38 84

16-12-002 Cleaner U 0600 Poly Fras Blade Blade 1400 55 1⁄8 48 1 7⁄8 600 24      38 85

16-12-003 Cleaner U 0750 Poly Fras Blade Blade 1550 61      48 1 7⁄8 750 30      39 86

16-12-004 Cleaner U 0900 Poly Fras Blade Blade 1700 66 15⁄16 48 1 7⁄8 900 36      40 88

16-12-005 Cleaner U 1050 Poly Fras Blade Blade 1850 72 13⁄16 48 1 7⁄8 1050 42      42 92

16-12-006 Cleaner U 1200 Poly Fras Blade Blade 2100 82 11⁄16 60 2 3⁄8 1200 48      47 103

16-12-007 Cleaner U 1400 Poly Fras Blade Blade 2300 90 9⁄16 60 2 3⁄8 1400 56      50 110

16-12-008 Cleaner U 1500 Poly Fras Blade Blade 2400 94 1⁄2 60 2 3⁄8 1500 60      53 116

16-12-009 Cleaner U 1600 Poly Fras Blade Blade 2500 98 7⁄16 60 2 3⁄8 1600 64      54 120

16-12-010 Cleaner U 1800 Poly Fras Blade Blade 2700 106 5⁄16 73 2 7⁄8 1800 72      60 133

16-12-011 Cleaner U 2000 Poly Fras Blade Blade 3100 122 1⁄16 73 2 7⁄8 2000 80      64 140
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as an 
individual belt cleaner, best results are achieved when it is 
part of a complete cleaning system. Working in conjunction 
with a primary cleaner, the Tuff Line belt cleaner removes 
the fine residue left behind by the primary cleaner. You can 
choose to install the Tuff Line belt cleaner with or without 
water sprays – either way the results are impressive.   
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.
Suitable to single and bi-directional conveyors. 
Suitable for use on mechanically or vulcanised spliced 
conveyor belts.

FEATURES BENEFITS

Tuff Line Tool Steel  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed

= Fines returned to the product flow, maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Available with multiple tensioning options
=

=

Spring: Ease of installation, self-adjusting and does 
not require air or water 
Air/Water: Self-adjusting and maintains a constant 
pressure to ensure optimal performance

Mounting assemblies available in our patented 
swivel option

=
Allows for fine tuning adjustment of cleaner to ensure 
correct approach angle and optimum performance

Mounting assemblies available in dual options =
Allows for installation of secondary and tertiary cleaners 
where limited area is available at the discharge point

Supplied with tool steel blades
=
=
=

High impact and wear resistance 
Maximises performance
Minimises down-time

Designed with slide-in blades
=
=
=

Blades are self-aligning
Ease of replacement (no nuts and bolts)
Reduces maintenance down-time

Our components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the cleaner
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* Available with Dual Fixed, Single Swivel and Dual swivel mounting arrangements. Also available with Tuffathane and Tuffathane FRAS blade options.

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code 
Natural 
Toolsteel 
Blades

Item Code 
FRAS 
Toolsteel 
Blades

Description Unit
Overall Length Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (kg) (lbs)

25-12-020 25-13-020 Cleaner Tuff Line Tool Steel 0600 Spring Tension Each 1565 61 5⁄8 600 24      4 53 117

25-12-021 25-13-021 Cleaner Tuff Line Tool Steel 0750 Spring Tension Each 1700 66 15⁄16 750 30      6 57 126

25-12-001 25-13-001 Cleaner Tuff Line Tool Steel 0900 Spring Tension Each 1820 71 5⁄8 900 36      7 60 132

25-12-002 25-13-002 Cleaner Tuff Line Tool Steel 1050 Spring Tension Each 1970 77 9⁄16 1050 42      8 63 139

25-12-003 25-13-003 Cleaner Tuff Line Tool Steel 1200 Spring Tension Each 2120 83 7⁄16 1200 48      9 67 148

25-12-004 25-13-004 Cleaner Tuff Line Tool Steel 1400 Spring Tension Each 2320 91 5⁄16 1400 56      11 73 161

25-12-005 25-13-005 Cleaner Tuff Line Tool Steel 1500 Spring Tension Each 2470 97 1⁄4 1500 60      12 76 168

25-12-006 25-13-006 Cleaner Tuff Line Tool Steel 1600 Spring Tension Each 2620 103 1⁄8 1600 64      13 80 176

25-12-007 25-13-007 Cleaner Tuff Line Tool Steel 1800 Spring Tension Each 2820 111      1800 72      15 98 216

25-12-008 25-13-008 Cleaner Tuff Line Tool Steel 2000 Spring Tension Each 3020 118 7⁄8 2000 80      17 105 231

25-12-009 25-13-009 Cleaner Tuff Line Tool Steel 2200 Spring Tension Each 3320 130 11⁄16 2200 86      19 113 249

25-12-010 25-13-010 Cleaner Tuff Line Tool Steel 2400 Spring Tension Each 3620 142 1⁄2 2400 94      21 122 269

25-12-011 25-13-011 Cleaner Tuff Line Tool Steel 2600 Spring Tension Each 3920 154 5⁄16 2600 102      22 130 287

25-18-020 25-19-020 Cleaner Tuff Line Tool Steel 0600 Air Tension Each 1565 61 5⁄8 600 24      4 51 112

25-18-021 25-19-021 Cleaner Tuff Line Tool Steel 0750 Air Tension Each 1700 66 15⁄16 750 36      6 55 121

25-18-001 25-19-001 Cleaner Tuff Line Tool Steel 0900 Air Tension Each 1820 71 5⁄8 900 38      7 61 134

25-18-002 25-19-002 Cleaner Tuff Line Tool Steel 1050 Air Tension Each 1970 77 9⁄16 1050 42      8 64 141

25-18-003 25-19-003 Cleaner Tuff Line Tool Steel 1200 Air Tension Each 2120 83 7⁄16 1200 48      9 68 150

25-18-004 25-19-004 Cleaner Tuff Line Tool Steel 1400 Air Tension Each 2320 91 5⁄16 1400 60      11 74 163

25-18-005 25-19-005 Cleaner Tuff Line Tool Steel 1500 Air Tension Each 2470 97 1⁄4 1500 62      12 77 170

25-18-006 25-19-006 Cleaner Tuff Line Tool Steel 1600 Air Tension Each 2620 103 1⁄8 1600 64      13 81 179

25-18-007 25-19-007 Cleaner Tuff Line Tool Steel 1800 Air Tension Each 2820 111      1800 72      15 99 218

25-18-008 25-19-008 Cleaner Tuff Line Tool Steel 2000 Air Tension Each 3020 118 7⁄8 2000 78      17 106 234

25-18-009 25-19-009 Cleaner Tuff Line Tool Steel 2200 Air Tension Each 3320 130 11⁄16 2200 86      19 114 251

25-18-010 25-19-010 Cleaner Tuff Line Tool Steel 2400 Air Tension Each 3620 142 1⁄2 2400 94      21 123 271

25-18-011 25-19-011 Cleaner Tuff Line Tool Steel 2600 Air Tension Each 3920 154 5⁄16 2600 102      22 131 289

Tuff Line Tool Steel  
Belt Cleaner
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry-back, safety hazards and environmental 
impact along the conveyor. While it can be used as an 
individual belt cleaner, best results are achieved when it is 
part of a complete cleaning system. Working in conjunction 
with a primary cleaner, the Tuff Line belt cleaner removes 
the fine residue left behind by the primary cleaner. You can 
choose to install the Tuff Line belt cleaner with or without 
water sprays – either way the results are impressive. 
Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable to single and bi-directional conveyors. 

Suitable for use on vulcanised conveyor belts only.

FEATURES BENEFITS

Tuff Line Tungsten  
Belt Cleaner

Performs final cleaning ensuring up to 98% of fines 
are removed

= Fines returned to the product flow, maximising revenue

Manufactured from high grade stainless steel = Increases longevity in structural components

Available with multiple tensioning options
=

=

Spring: Ease of installation, self-adjusting and does 
not require air or water 
Air/Water: Self-adjusting and maintains a constant 
pressure to ensure optimal performance

Mounting assemblies available in our patented 
swivel option

=
Allows for fine tuning adjustment of cleaner to ensure 
correct approach angle and optimum performance

Mounting assemblies available in dual options =
Allows for installation of secondary and tertiary cleaners 
where limited area is available at the discharge point

Supplied with tungsten blades
=
=
=

Optimises longevity of blades 
Maximises performance
Minimises down-time

Designed with slide-in blades
=
=
=

Blades are self-aligning
Ease of replacement (no nuts and bolts)
Reduces maintenance down-time

Our components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the cleaner
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* Available with Dual Fixed, Single Swivel and Dual swivel mounting arrangements. Also available with Tuffathane and Tuffathane FRAS blade options. 

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code 
Standard 
Tungsten Blades

Item Code 
FRAS 
Tungsten 
Blades

Description Unit
Overall Length Belt Width Number 

of Blades

Weight

(mm) (inches) (mm) (inches) (kg) (lbs)

25-10-020 25-11-020 Cleaner Tuff Line Tungsten 0600 Spring Tension Each 1565 61 5⁄8 600 24      4 53 117
25-10-021 25-11-021 Cleaner Tuff Line Tungsten 0750 Spring Tension Each 1700 66 15⁄16 750 30      6 57 126

25-10-001 25-11-001 Cleaner Tuff Line Tungsten 0900 Spring Tension Each 1820 71 5⁄8 900 36      7 60 132

25-10-002 25-11-002 Cleaner Tuff Line Tungsten 1050 Spring Tension Each 1970 77 9⁄16 1050 42      8 63 139

25-10-003 25-11-003 Cleaner Tuff Line Tungsten 1200 Spring Tension Each 2120 83 7⁄16 1200 48      9 67 148

25-10-004 25-11-004 Cleaner Tuff Line Tungsten 1400 Spring Tension Each 2320 91 5⁄16 1400 56      11 73 161

25-10-005 25-11-005 Cleaner Tuff Line Tungsten 1500 Spring Tension Each 2470 97 1⁄4 1500 60      12 76 168

25-10-006 25-11-006 Cleaner Tuff Line Tungsten 1600 Spring Tension Each 2620 103 1⁄8 1600 64      13 80 176

25-10-007 25-11-007 Cleaner Tuff Line Tungsten 1800 Spring Tension Each 2820 111      1800 72      15 98 216

25-10-008 25-11-008 Cleaner Tuff Line Tungsten 2000 Spring Tension Each 3020 118 7⁄8 2000 80      17 105 231

25-10-009 25-11-009 Cleaner Tuff Line Tungsten 2200 Spring Tension Each 3320 130 11⁄16 2200 86      19 113 249

25-10-010 25-11-010 Cleaner Tuff Line Tungsten 2400 Spring Tension Each 3620 142 1⁄2 2400 94      21 122 269

25-10-011 25-11-011 Cleaner Tuff Line Tungsten 2600 Spring Tension Each 3920 154 5⁄16 2600 102      22 130 287

25-16-020 25-17-020 Cleaner Tuff Line Tungsten 0600 Air Tension Each 1565 61 5⁄8 600 24      4 51 112

25-16-021 25-17-021 Cleaner Tuff Line Tungsten 0750 Air Tension Each 1700 66 15⁄16 750 36      6 55 121

25-16-001 25-17-001 Cleaner Tuff Line Tungsten 0900 Air Tension Each 1820 71 5⁄8 900 38      7 61 134

25-16-002 25-17-002 Cleaner Tuff Line Tungsten 1050 Air Tension Each 1970 77 9⁄16 1050 42      8 64 141

25-16-003 25-17-003 Cleaner Tuff Line Tungsten 1200 Air Tension Each 2120 83 7⁄16 1200 48      9 68 150

25-16-004 25-17-004 Cleaner Tuff Line Tungsten 1400 Air Tension Each 2320 91 5⁄16 1400 60      11 74 163

25-16-005 25-17-005 Cleaner Tuff Line Tungsten 1500 Air Tension Each 2470 97 1⁄4 1500 62      12 77 170

25-16-006 25-17-006 Cleaner Tuff Line Tungsten 1600 Air Tension Each 2620 103 1⁄8 1600 64      13 81 179

25-16-007 25-17-007 Cleaner Tuff Line Tungsten 1800 Air Tension Each 2820 111      1800 72      15 99 218

25-16-008 25-17-008 Cleaner Tuff Line Tungsten 2000 Air Tension Each 3020 118 7⁄8 2000 78      17 106 234

25-16-009 25-17-009 Cleaner Tuff Line Tungsten 2200 Air Tension Each 3320 130 11⁄16 2200 86      19 114 251

25-16-010 25-17-010 Cleaner Tuff Line Tungsten 2400 Air Tension Each 3620 142 1⁄2 2400 94      21 123 271

25-16-011 25-17-011 Cleaner Tuff Line Tungsten 2600 Air Tension Each 3920 154 5⁄16 2600 102      22 131 289

Tuff Line Tungsten  
Belt Cleaner
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global belt cleaners are guaranteed to 
reduce carry back, safety hazards and environmental 
impact along the conveyor. 

To overcome vibration and flex within standard belt 
cleaner poles on high speed or wide conveyor belts, TS 
Global has developed our extreme pole which is proven 
to combat these issues. The extreme pole provides a 
more evenly distributed tip pressure across the belt to 
increases performance.

Our extreme pole can be incorporated into our complete 
range of belt cleaners and contributes to the reduction 
of wear and premature failure of conveyor belt, return 
rollers, wear to pulley lagging, minimise tracking issues 
and structural corrosion. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed at the head end or discharge point of any 
conveyor belt.

Suitable for high speed or wide single and bi-directional 
conveyors.

FEATURES BENEFITS

Belt Cleaner  
Extreme Pole

Manufactured from high grade stainless steel = Increases longevity in structural components

Interchangeable with standard cleaner poles = No requirement to modify existing installations 

Robust design
=

=

Allows the duty of the cleaner to be matched to the 
size and speed of the conveyor

Improves longevity and performance

Available with spring or air tensioning systems that 
self adjust

=
Reduces maintenance costs as no manual 
adjustment required

BEFORE

AFTER



PRODUCT
FACT
SHEET

DISTRIBUTED BY

Conveyor & Polyurethane Specialists

ABN 30 603 644 748

PHONE 1300 418 298  •  EMAIL sales@tsglobal.net.au  •  WEB www.tsglobal.net.au

WA OFFICE
Welshpool WA 

NSW OFFICE
Tomago NSW

QLD OFFICE
Emerald QLD

PAGE 32

Belt Cleaner  
Extreme Pole

Please contact TS Global for part number, length and weight.
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The market leading TS Global auto tensioner is designed 
to ensure a consistent tension applied to any belt cleaner 
at all times. The in-built accumulator and manifold react 
to any wear encountered and automatically adjusts to 
deliver optimum performance.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Applications
Suitable for any TS Global belt cleaning system.

FEATURES BENEFITS

Auto  
Tensioner

Patented self-powered accumulator
=
= 

No external power source required 
Pre-charged accumulator maintains optimum 
tension

Pressure regulation = Allows fine tuning of cleaner tension to  
optimise performance

Built-in reservoir and pump
=

=

Reservoir large enough to store all oil required  
to operate 
Pump permanently mounted for ease of adjustment

Manufactured from stainless steel and aluminium
=

=

Eliminates corrosion

Long lasting

Compact in design = Can be installed in tight locations

Can be retro fitted to existing cleaners
=

=

Minimises capital expenditure

Optimises cleaner performance
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Item Code Description Unit
Weight

(kg) (lbs)

17-A12-001 Auto tensioner to suit P and R Cleaners with 73mm (2 7⁄8 inch) pole Each 11 24

17-A10-101 Auto tensioner to suit H Cleaners with 73mm (2 7⁄8 inch) pole Each 11 24

Auto  
Tensioner
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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The range of TS Global water control units assists with 
delivering the benefits of a superior wet cleaning system.

They are designed to control water quality, pressure and 
enhance cleaning performance of any belt cleaning system. 
Water spray systems improve cleaner performance by up 
to 75% over dry systems and the water control manifold 
plays a huge part in this.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All wet belt cleaning systems to a maximum pressure of 
1380 kPa.

FEATURES BENEFITS

Water Control Unit  
with Bypass

*Optional enclosed lockable stainless steel cabinet available

Automatically controls water flow to the spray 
nozzles

=

=

Minimises water added to product

Reduces maintenance

Supplied with a bypass line =
Allows water control unit to be maintained while 
conveyor and sprays remain in operation

Contributes to performance enhancement of all 
conveyor belt cleaning systems

=

= 

Improves dry belt cleaning system performance by 
up to 75%

Prolongs service life of conveyor belt and cleaner tips

Manufactured with a high-grade stainless steel 
reusable water filtration device

=

=

Prevents build up/blockage of nozzles

Allows cleaning to be completed during routine 
maintenance

Integrates with existing conveyor drive controls or 
PLC system

=
Ensures spray operation is controlled in-line with 
client requirements

Available in a range of solenoid types and voltages = Compatible with site electrical requirements

Designed with an LED indicator on all standard 
solenoids

= Alerts any power fault problem

Water filters available in 150uM and 560uM = Minimises spray blockages

Quality assured product =
All panels are inspected and pressure tested 
following assembly
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Water Control Unit  
with Bypass

Item Code Description Unit
Weight

(kg) (lbs)

18-10-002 Spray Water Control Unit with Bypass Each 14.5 32
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global water control units assists with 
delivering the benefits of a superior wet cleaning system.

They are designed to control water quality, pressure and 
enhance cleaning performance of any belt cleaning system. 
Water spray systems improve cleaner performance by up 
to 75% over dry systems and the water control manifold 
plays a huge part in this.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your purpose.

Application
All wet belt cleaning systems to a maximum pressure of 
1380 kPa.

FEATURES BENEFITS

Water Control 
Unit 

Automatically controls water flow to the spray 
nozzles

=

=

Minimises water added to product

Reduces maintenance

Contributes to performance enhancement of all 
conveyor belt cleaning systems

=

=

Improves cleaning performance by up to 75%

Prolongs service life of conveyor belt and cleaner tips

Manufactured with a high-grade stainless steel 
reusable water filtration device

=

= 

Prevents build up/blockage of nozzles

Allows cleaning to be completed during routine 
maintenance

Integrates with existing conveyor drive controls or 
PLC system

=
Ensures spray operation is controlled in line with 
client requirements

Available in a range of solenoid types and voltages = Ensures it suits site electrical requirements

Designed with an LED indicator on all standard 
solenoids

= Alerts any power fault problem

Water filters available in 150uM and 560uM = Minimises spray blockages

Quality assured product =
All panels are inspected and pressure tested 
following assembly
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Water Control  
Unit

Item Code Description Unit
Weight

(kg) (lbs)

18-10-001 Spray Water Control Unit Each 12 26
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global water control units assists with 
delivering the benefits of a superior wet cleaning system.

They are designed to control water quality, pressure and 
enhance cleaning performance of any belt cleaning system. 
Water spray systems improve cleaner performance by up 
to 75% over dry systems and the water control manifold 
plays a huge part in this.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your purpose.

Application
All wet belt cleaning systems to a maximum pressure of 
1380 kPa.

FEATURES BENEFITS

Enclosed Water Control Unit 
with Bypass

Stainless steel, weatherproof, sloped roof cabinet

=

=

=

Easy access via hinged door

Increases life expectancy

Reduces build up on top of panel

Lockable cabinet
=

=

Controlled access for maintenance personnel 

Reduces tampering by unauthorised persons

Supplied with a by-pass line =
Allows water control unit to be maintained while 
conveyor and sprays remain in operation

Contributes to performance enhancement of all 
conveyor belt cleaning systems

=

=

Improves cleaning performance by up to 75%

Prolongs service life of conveyor belt and cleaner 

Manufactured with a high-grade stainless steel 
reusable water filtration device

=

=

Prevents build up/blockage of nozzles

Allows cleaning to be completed during routine 
maintenance

Integrates with existing conveyor drive controls or 
PLC system

=
Ensures spray operation is controlled in-line with 
client requirements

Available in a range of solenoid types and voltages = Compatible with site electrical requirements

Water filters available in 150uM and 560uM = Minimises spray blockages
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Item Code Description Unit
Weight

(kg) (lbs)

18-10-003 Spray Water Control Unit with Bypass and enclosed cabinet Each 45 100

Enclosed Water Control Unit 
with Bypass
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of market leading TS Global spray bars provides  
a cost effective solution when upgrading a dry cleaning  
system to a high performing wet cleaning system. 

The spray bar plays an integral part in the reduction of  
carry-back reducing safety hazards and environmental 
impact around the conveyor. A wet cleaning system  
operated by our water control manifold ensures the cleaners 
are performing at the optimum level, thus reducing wear to 
the conveyor belt, return rollers and pulley lagging. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Can be used to upgrade any dry belt cleaning system to  
a wet belt cleaning system.

FEATURES BENEFITS

Spray Bar with  
U Bolt Mount

Manufactured from high grade stainless steel = Increases longevity in structural components

Performance enhancement for all conveyor belt 
cleaning systems

=

=

Improves dry belt cleaning system performance by 
up to 75%

Prolongs service life of conveyor belt and cleaner tips 

Dust suppression and chute cleaning at transfer 
points

= 

=

Reduces build-up in transfer points

Reduces dust around head chute

Lightweight construction
=

=

Efficient and safe removal from installed position

Reduces hazards associated with manual handling

Maintenance does not require removal of belt 
cleaners

=

=

Reduces hazards associated with manual handling

Reduces maintenance cost
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Item Code Description Unit
Overall Length Pole Diameter Belt Width Number 

of Sprays

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

18-12-001 Spray Bar 0450 with U Bolt Mounts Each 950 37 3⁄8 48 1 7⁄8 400 18      2 9 19

18-12-002 Spray Bar 0600 with U Bolt Mounts Each 1000 39 3⁄8 48 1 7⁄8 600 24      2 9 20

18-12-003 Spray Bar 0750 with U Bolt Mounts Each 1250 49 3⁄16 48 1 7⁄8 750 30      3 10 23

18-12-004 Spray Bar 0900 with U Bolt Mounts Each 1400 55 1⁄8 48 1 7⁄8 900 36      3 11 24

18-12-005 Spray Bar 1050 with U Bolt Mounts Each 1600 63      48 1 7⁄8 1050 42      4 12 27

18-12-006 Spray Bar 1200 with U Bolt Mounts Each 1800 70 7⁄8 48 1 7⁄8 1200 48      4 13 39

18-12-007 Spray Bar 1400 with U Bolt Mounts Each 2200 86 5⁄8 48 1 7⁄8 1400 56      5 16 34

18-12-008 Spray Bar 1600 with U Bolt Mounts Each 2300 90 9⁄16 48 1 7⁄8 1600 64      5 16 35

18-12-009 Spray Bar 1800 with U Bolt Mounts Each 2500 98 7⁄16 48 1 7⁄8 1800 72      6 17 38

18-12-010 Spray Bar 2000 with U Bolt Mounts Each 2650 104 5⁄16 48 1 7⁄8 2000 80      7 18 40

18-12-011 Spray Bar 2200 with U Bolt Mounts Each 2850 112 3⁄16 48 1 7⁄8 2200 86      7 19 42

18-12-012 Spray Bar 2400 with U Bolt Mounts Each 3300 129 15⁄16 48 1 7⁄8 2400 94      8 21 45

Spray Bar with  
U Bolt Mount
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of market leading TS Global spray bars provides 
a cost effective solution when upgrading a dry cleaning 
system to a high performing wet cleaning system. 

The spray bar plays an integral part in the reduction of carry 
back reducing safety hazards and environmental impact 
around the conveyor. A wet cleaning system operated 
by our water control manifold ensures the cleaners are 
performing at the optimum level, thus reducing wear to the 
conveyor belt, return rollers and pulley lagging. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Can be used to upgrade any dry belt cleaning system to a 
wet belt cleaning system.

FEATURES BENEFITS

Spray Bar with Clamp 
Block Mount

Manufactured from high grade stainless steel = Increases longevity in structural components

Performance enhancement for all conveyor belt 
cleaning systems

=

=

Improves dry belt cleaning system performance by 
up to 75%

Prolongs service life of conveyor belt and cleaner tips

Dust suppression and chute cleaning at transfer 
points

=

= 

Reduces build-up in transfer points

Reduces dust around head chute

Lightweight construction
=

=

Efficient and safe removal from installed position

Reduces hazards associated with manual handling

Maintenance does not require removal of belt 
cleaners

=

=

Reduces hazards associated with manual handling

Reduces maintenance cost
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Item Code Description Unit
Overall Length Pole Diameter Belt Width Number 

of Sprays

Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

18-11-001 Spray Bar 0450 with P Mounts Each 950 37 3⁄8 48 1 7⁄8 400 18      2 16 36

18-11-002 Spray Bar 0600 with P Mounts Each 1000 39 3⁄8 48 1 7⁄8 600 24      2 17 37

18-11-003 Spray Bar 0750 with P Mounts Each 1250 49 3⁄16 48 1 7⁄8 750 30      3 18 40

18-11-004 Spray Bar 0900 with P Mounts Each 1400 55 1⁄8 48 1 7⁄8 900 36      3 19 42

18-11-005 Spray Bar 1050 with P Mounts Each 1600 63      48 1 7⁄8 1050 42      4 20 44

18-11-006 Spray Bar 1200 with P Mounts Each 1800 70 7⁄8 48 1 7⁄8 1200 48      4 21 47

18-11-007 Spray Bar 1400 with P Mounts Each 2200 86 5⁄8 48 1 7⁄8 1400 56      5 23 52

18-11-008 Spray Bar 1600 with P Mounts Each 2300 90 9⁄16 48 1 7⁄8 1600 64      5 24 53

18-11-009 Spray Bar 1800 with P Mounts Each 2500 98 7⁄16 48 1 7⁄8 1800 72      6 25 55

18-11-010 Spray Bar 2000 with P Mounts Each 2650 104 5⁄16 48 1 7⁄8 2000 80      7 27 60

18-11-011 Spray Bar 2200 with P Mounts Each 2850 112 3⁄16 48 1 7⁄8 2200 86      7 29 63

18-11-012 Spray Bar 2400 with P Mounts Each 3300 129 15⁄16 48 1 7⁄8 2400 94      8 30 66

Spray Bar with Clamp 
Block Mount
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global air control boxes are available in 
single or multiple outlet models and are designed to control 
air quality and pressure to air tensioned cleaners. All 
models feature a sealed and lockable cabinet that protects 
all controls and settings. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Suitable for air tensioned cleaners.

FEATURES BENEFITS

Air Control  
Boxes

Stainless steel, weatherproof, sloped roof cabinet

=

=

=

Easy access via hinged door

Increases life expectancy

Reduces build up on top of panel

Pressure regulation =
Allows fine tuning of air pressure to cleaner to 
maximise performance

Plant air is filtered, moisture removed and drained = Reduced impurities in cleaner operating assemblies 

Quick exhaust valves = Provides safe dump of air during maintenance

Stainless steel fittings and valves = Increases product life expectancy

Lockable cabinet
=

=

Controlled access for maintenance personnel

Reduces tampering by unauthorised persons

External lockable valves
=

=

Increases safety during isolation

Accessible for emergency isolation

Quality assured product =
All panels are inspected and pressure tested 
following assembly
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Item Code Description Unit
Weight

(kg) (lbs)

26-10-005 Air Control Box Stainless 1 Outlet Each 3 6

26-10-006 Air Control Box Stainless 2 Outlet Each 5 10

26-10-007 Air Control Box Stainless 3 Outlet Each 6 14

26-10-008 Air Control Box Stainless 4 Outlet Each 8 18

Air Control  
Boxes
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The TS Global pressure roller assembly kit is guaranteed 
to provide a flat and stable surface that optimises and 
maintains cleaner tip contact and performance.

This is achieved by increasing belt stability, maintaining 
tip-to-belt contact, adding flexibility and generally 
improving belt cleaning efficiency by reducing belt 
vibration and harmonics.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All belt cleaning systems.

FEATURES BENEFITS

Pressure Roller  
Assembly

Designed with roller locking plate
=

=

Retains rollers in position during operations or 
when belt tension is removed

Reduces potential fall safety hazards

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed with adjustable roller mounts
=

= 

Accommodates all site rollers

Allows rollers to be backed away from the belt 
during belt change-out

Assembly can be retrofitted to any conveyor = Guaranteed to suit our clients individual needs

Stabilises conveyor belt =
Promotes optimum performance of secondary belt 
cleaners
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Item Code Description Unit
Weight

(kg) (lbs)

22-10-001 Pressure Roller Mounting Kit suit 14 (5 1⁄2“) AF Slots Each 6 13

22-10-002 Pressure Roller Mounting Kit suit 22 (8 11⁄16“) AF Slots Each 6 13

*AF slot width can be customised to suit most site rollers.

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Pressure Roller  
Assembly
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The TS Global dual stabilising roller assembly kit is 
guaranteed to provide a flat and stable surface that 
optimises and maintains cleaner tip contact and 
performance.

This is achieved by increasing belt stability, maintaining 
tip-to-belt contact, adding flexibility and generally 
improving belt cleaning efficiency by reducing belt 
vibration and harmonics.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All belt cleaning systems.

FEATURES BENEFITS

Dual Stabilising Roller 
Assembly

Designed with roller locking plate
=

=

Retains rollers in position during operations or 
when belt tension is removed

Reduces potential fall safety hazards

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed with adjustable roller mounts
=

=

Accommodates all site rollers

Allows rollers to be backed away from the belt 
during belt change out

Assembly can be retrofitted to any conveyor = Guaranteed to suit our clients individual needs

Stabilises conveyor belt =
Promotes optimum performance of secondary  
belt cleaners
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*AF slot width can be customised to suit most site rollers.

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code Description Unit
Weight

(kg) (lbs)

22-11-001 Stabilising Roller Mounting Kit suit 14(5 1⁄2“) AF Slots Each 12 26

22-11-002 Stabilising Roller Mounting Kit suit 22(8 11⁄16“) AF Slots Each 12 26

Dual Stabilising Roller 
Assembly
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Proven Performance

Quality Product
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The range of market leading TS Global floating vee 
ploughs are proven to protect and increase the life of your 
capital assets including pulleys and conveyor belt. This 
is achieved by removing displaced material on the return 
side of the conveyor belt prior to entering the pulley. It 
also improves tracking by reducing build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Prior to drive, bend, take-up and tail pulleys on single 
direction conveyor.

FEATURES BENEFITS

Floating 
Vee Plough

Manufactured from high grade stainless steel = Increased longevity in structural components

Available in standard and heavy duty
=

=

Manufactured to fit your application

Cost effective option

Components are interchangeable with most brands = 
Cost savings achieved without the need to replace 
the plough

Plough floats with belt movement = Continually self-adjusts to optimise performance

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code 
Natural 
Blades

Item Code FRAS  
Blades Description

Pole Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

19-10-001 19-11-001 Plough Floating Vee 0450 1200 47 1⁄4 48 1 7⁄8 400 18      22 47

19-10-002 19-11-002 Plough Floating Vee 0600 1200 47 1⁄4 48 1 7⁄8 600 24      24 52

19-10-003 19-11-003 Plough Floating Vee 0750 1200 47 1⁄4 48 1 7⁄8 750 30      26 56

19-10-004 19-11-004 Plough Floating Vee 0900 1500 59 1⁄16 48 1 7⁄8 900 36      29 63

19-10-005 19-11-005 Plough Floating Vee 1050 1800 70 7⁄8 48 1 7⁄8 1050 42      32 71

19-10-006 19-11-006 Plough Floating Vee 1200 1800 70 7⁄8 48 1 7⁄8 1200 48      35 77

19-10-007 19-11-007 Plough Floating Vee 1400 2150 84 5⁄8 48 1 7⁄8 1400 56      40 87

19-10-008 19-11-008 Plough Floating Vee 1500 2150 84 5⁄8 48 1 7⁄8 1500 60      41 90

19-10-009 19-11-009 Plough Floating Vee 1600 2150 84 5⁄8 48 1 7⁄8 1600 64      43 95

19-10-010 19-11-010 Plough Floating Vee 1800 2500 98 7⁄16 48 1 7⁄8 1800 72      48 105

19-12-001 19-13-001 Plough H/Duty Floating Vee 1200 1800 70 7⁄8 73 2 7⁄8 1200 48      65 144

19-12-002 19-13-002 Plough H/Duty Floating Vee 1400 2150 84 5⁄8 73 2 7⁄8 1400 56      73 161

19-12-003 19-13-003 Plough H/Duty Floating Vee 1500 2150 84 5⁄8 73 2 7⁄8 1500 60      76 167

19-12-004 19-13-004 Plough H/Duty Floating Vee 1600 2150 84 5⁄8 73 2 7⁄8 1600 64      77 170

19-12-005 19-13-005 Plough H/Duty Floating Vee 1800 2500 98 7⁄16 73 2 7⁄8 1800 72      86 189

19-12-006 19-13-006 Plough H/Duty Floating Vee 2000 2500 98 7⁄16 73 2 7⁄8 2000 80      90 198

19-12-007 19-13-007 Plough H/Duty Floating Vee 2200 2800 110 1⁄4 73 2 7⁄8 2200 86      96 213

19-12-008 19-13-008 Plough H/Duty Floating Vee 2400 3000 118 1⁄8 73 2 7⁄8 2400 94      103 226

19-12-009 19-13-009 Plough H/Duty Floating Vee 2500 3000 118 1⁄8 73 2 7⁄8 2500 98      106 234

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Floating 
Vee Plough
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs are proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Prior to drive, bend, take-up and tail pulley on single 
direction conveyors only.

FEATURES BENEFITS

Floating Failsafe  
Vee Plough

Manufactured from high grade stainless steel = Increases longevity in structural components

Supplied with dual pole configuration = 
The geometry formed between poles, link arms  
and body provides fail-safe integrity

Available in standard and heavy duty
=

=

Manufactured to fit your application

Cost effective option

Components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Plough floats with belt movement = Continually self-adjusts to optimise performance

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code 
Natural Blades

Item Code 
FRAS  
Blades

Description
Frame Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

19-14-001 19-15-001 Plough Floating Failsafe Vee 0900 1500 59 1⁄16 48 1 7⁄8 900 36   48 105

19-14-002 19-15-002 Plough Floating Failsafe Vee 1050 1800 70 7⁄8 48 1 7⁄8 1050 42 52 116

19-14-003 19-15-003 Plough Floating Failsafe Vee 1200 1800 70 7⁄8 48 1 7⁄8 1200 48   54 118

19-14-004 19-15-004 Plough Floating Failsafe Vee 1400 2150 84 5⁄8 48 1 7⁄8 1400 56 61 134

19-14-005 19-15-005 Plough Floating Failsafe Vee 1500 2150 84 5⁄8 48 1 7⁄8 1500 60 62 137

19-14-006 19-15-006 Plough Floating Failsafe Vee 1600 2150 84 5⁄8 48 1 7⁄8 1600 64 65 142

19-14-007 19-15-007 Plough Floating Failsafe Vee 1800 2500 98 7⁄16 48 1 7⁄8 1800 72  70 154

19-16-001 19-17-001 Plough H/Duty Floating Failsafe Vee 1200 1800 70 7/8 73 2 7⁄8 1200 48    103 227

19-16-002 19-17-002 Plough H/Duty Floating Failsafe Vee 1400 2150 84 5⁄8 73 2 7⁄8 1400 56   114 251

19-16-003 19-17-003 Plough H/Duty Floating Failsafe Vee 1500 2150 84 5⁄8 73 2 7⁄8 1500 60   116 256

19-16-004 19-17-004 Plough H/Duty Floating Failsafe Vee 1600 2150 84 5⁄8 73 2 7⁄8 1600 64   118 260

19-16-005 19-17-005 Plough H/Duty Floating Failsafe Vee 1800 2500 98 7⁄16 73 2 7⁄8 1800 72 130 287

19-16-006 19-17-006 Plough H/Duty Floating Failsafe Vee 2000 2500 98 7⁄16 73 2 7⁄8 2000 78 134 295

19-16-007 19-17-007 Plough H/Duty Floating Failsafe Vee 2200 2800 110 1⁄4 73 2 7⁄8 2200 86  143 315

19-16-008 19-17-008 Plough H/Duty Floating Failsafe Vee 2400 3000 118 1⁄8 73 2 7⁄8 2400 94    151 333

19-16-009 19-17-009 Plough H/Duty Floating Failsafe Vee 2500 3000 118 1⁄8 73 2 7⁄8 2500 98  155 342

Floating Failsafe  
Vee Plough
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs are proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Prior to drive, bend, take-up and tail pulley on single 
direction conveyors only.

FEATURES BENEFITS

Floating Bullnose  
Vee Plough

Manufactured with a bullnose
=

=

Increases longevity of nose section

Reduces potential of plough picking up on damaged belt

Manufactured from high grade stainless steel = Increases longevity in structural components

Available in standard and heavy duty
=

=

Manufactured to fit your application

Cost effective option

Components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Specific design to allow modular assembly and 
installation

=

= 

Allows easier access into tight fitting areas

Reduces manual handling hazards

Plough floats with belt movement = Continually self-adjusts to optimise performance

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Floating Bullnose  
Vee Plough

Item Code 
Natural Blades

Item Code FRAS  
Blades Description

Pole Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

19-18-001 19-23-001 Plough Floating Bullnose Vee 0450 1200 47 1⁄4 48 1 7⁄8 400 18      27 60

19-18-002 19-23-002 Plough Floating Bullnose Vee 0600 1200 47 1⁄4 48 1 7⁄8 600 24      29 64

19-18-003 19-23-003 Plough Floating Bullnose Vee 0750 1200 47 1⁄4 48 1 7⁄8 750 30      35 77

19-18-004 19-23-004 Plough Floating Bullnose Vee 0900 1500 59 1⁄16 48 1 7⁄8 900 36      42 93

19-18-005 19-23-005 Plough Floating Bullnose Vee 1050 1800 70 7⁄8 48 1 7⁄8 1050 42      45 99

19-18-006 19-23-006 Plough Floating Bullnose Vee 1200 1800  70 7⁄8 48 1 7⁄8 1200 48      46 101

19-18-007 19-23-007 Plough Floating Bullnose Vee 1400 2150 84 5⁄8 48 1 7⁄8 1400 56      48 106

19-18-008 19-23-008 Plough Floating Bullnose Vee 1500 2150 84 5⁄8 48 1 7⁄8 1500 60      50 110

19-18-009 19-23-009 Plough Floating Bullnose Vee 1600 2150 84 5⁄8 48 1 7⁄8 1600 64      52 115

19-18-010 19-23-010 Plough Floating Bullnose Vee 1800 2500 98 7⁄16 48 1 7⁄8 1800 72      56 123

19-22-001 19-25-001 Plough H/Duty Floating Bullnose Vee 1200 1800 70 7⁄8 73 2 7⁄8 1200 48      71 157

19-22-002 19-25-002 Plough H/Duty Floating Bullnose Vee 1400 2150 84 5⁄8 73 2 7⁄8 1400 56      85 187

19-22-003 19-25-003 Plough H/Duty Floating Bullnose Vee 1500 2150 84 5⁄8 73 2 7⁄8 1500 60      96 212

19-22-004 19-25-004 Plough H/Duty Floating Bullnose Vee 1600 2150 84 5⁄8 73 2 7⁄8 1600 64      100 220

19-22-005 19-25-005 Plough H/Duty Floating Bullnose Vee 1800 2600 102 3⁄8 73 2 7⁄8 1800 72      110 243

19-22-006 19-25-006 Plough H/Duty Floating Bullnose Vee 2000 2600 102 3⁄8 73 2 7⁄8 2000 80      121 267

19-22-007 19-25-007 Plough H/Duty Floating Bullnose Vee 2200 2800 110 1⁄4 73 2 7⁄8 2200 86      133 293

19-22-008 19-25-008 Plough H/Duty Floating Bullnose Vee 2400 3000 118 1⁄8 73 2 7⁄8 2400 94      144 317

19-22-009 19-25-009 Plough H/Duty Floating Bullnose Vee 2500 3000 118 1⁄8 73 2 7⁄8 2500 98      151 333
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs are proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Prior to drive, bend, take-up and tail pulley on single 
direction conveyors only.

FEATURES BENEFITS

Floating Failsafe Bullnose 
Vee Plough

Manufactured with a bullnose
=

=

Increases longevity of nose section

Reduces potential of plough picking up on damaged belt

Manufactured from high grade stainless steel = Increased longevity in structural components

Supplied with dual pole configuration = 
The geometry formed between poles, link arms  
and body provides fail-safe integrity

Available in standard and heavy duty
=

=

Manufactured to fit your application

Cost effective option

Components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Specific design to allow modular assembly and 
installation

=

= 

Allows easier access into tight fitting areas

Reduces manual handling hazards

Plough floats with belt movement = Continually self-adjusts to optimise performance

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code 
Natural Blades

Item Code 
FRAS  
Blades

Description
Pole Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

19-20-001 19-24-001 Plough Floating Failsafe Bullnose Vee 0900 1500 59 1⁄16 48 1 7⁄8 900 36      48 106

19-20-002 19-24-002 Plough Floating Failsafe Bullnose Vee 1050 1800 70 7⁄8 48 1 7⁄8 1050 42      52 115

19-20-003 19-24-003 Plough Floating Failsafe Bullnose Vee 1200 1800 70 7⁄8 48 1 7⁄8 1200 48      56 123

19-20-004 19-24-004 Plough Floating Failsafe Bullnose Vee 1400 2150 84 5⁄8 48 1 7⁄8 1400 56      60 132

19-20-005 19-24-005 Plough Floating Failsafe Bullnose Vee 1500 2150 84 5⁄8 48 1 7⁄8 1500 60      62 137

19-20-006 19-24-006 Plough Floating Failsafe Bullnose Vee 1600 2150 84 5⁄8 48 1 7⁄8 1600 64      64 141

19-20-007 19-24-007 Plough Floating Failsafe Bullnose Vee 1800 2500 98 7⁄16 48 1 7⁄8 1800 72      68 150

19-19-001 19-21-001 Plough H/Duty Floating Failsafe Bullnose Vee 1200 1800 70 7⁄8 73 2 7⁄8 1200 48      140 309

19-19-002 19-21-002 Plough H/Duty Floating Failsafe Bullnose Vee 1400 2150 84 5⁄8 73 2 7⁄8 1400 56      145 320

19-19-003 19-21-003 Plough H/Duty Floating Failsafe Bullnose Vee 1500 2150 84 5⁄8 73 2 7⁄8 1500 60      150 331

19-19-004 19-21-004 Plough H/Duty Floating Failsafe Bullnose Vee 1600 2150 84 5⁄8 73 2 7⁄8 1600 64      155 342

19-19-005 19-21-005 Plough H/Duty Floating Failsafe Bullnose Vee 1800 2600 102 3⁄8 73 2 7⁄8 1800 72      160 353

19-19-006 19-21-006 Plough H/Duty Floating Failsafe Bullnose Vee 2000 2600 102 3⁄8 73 2 7⁄8 2000 80      165 364

19-19-007 19-21-007 Plough H/Duty Floating Failsafe Bullnose Vee 2200 2800 110 1⁄4 73 2 7⁄8 2200 86      170 375

19-19-008 19-21-008 Plough H/Duty Floating Failsafe Bullnose Vee 2400 3000 118 1⁄8 73 2 7⁄8 2400 94      175 386

19-19-009 19-21-009 Plough H/Duty Floating Failsafe Bullnose Vee 2500 3000 118 1⁄8 73 2 7⁄8 2500 98      180 397

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Floating Failsafe Bullnose 
Vee Plough
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs are proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Installed prior to drive, bend, take-up and tail pulleys on 
single direction conveyors only.

FEATURES BENEFITS

Torsion  
Vee Plough

Manufactured with a Bullnose
=

=

Increases longevity of nose section

Reduces potential of damage to belt

Manufactured from high grade stainless steel = Increases longevity in structural components

Supplied with dual pole configuration =
Parallelogram formed between poles, link arms  
and body provides fail-safe integrity

Available in standard and heavy duty = Manufactured to fit your application

Components are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Specific design to allow modular assembly and 
installation

=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Design incorporates a tension strap that applies  
a light tension to the belt

=
Ensures continuous contact with the belt  
to optimise performance

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code Natural 
Blades

Item Code FRAS  
Blades Description

Pole Length Pole Diameter Belt Width Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

23-10-001 23-11-001 Plough Torsion Vee 0600 1150 45 1⁄4 48 1 7⁄8 600 24      35 77

23-10-002 23-11-002 Plough Torsion Vee 0750 1300 51 3⁄16 48 1 7⁄8 750 30      41 90

23-10-003 23-11-003 Plough Torsion Vee 0900 1500 59 1⁄16 48 1 7⁄8 900 36      50 110

23-10-004 23-11-004 Plough Torsion Vee 1050 1700 66 15⁄16 48 1 7⁄8 1050 42      53 117

23-10-005 23-11-005 Plough Torsion Vee 1200 1950 76 3⁄4 48 1 7⁄8 1200 48      57 126

23-10-006 23-11-006 Plough Torsion Vee 1400 2100 82 11⁄16 48 1 7⁄8 1400 56      65 143

23-10-007 23-11-007 Plough Torsion Vee 1500 - 1600 2500 98 7⁄16 60 2 3⁄8 1600 64      76 168

23-10-008 23-11-008 Plough Torsion Vee 1800 2700 106 5⁄16 60 2 3⁄8 1800 72      82 181

23-10-009 23-11-009 Plough Torsion Vee 2000 3000 118 1⁄8 60 2 3⁄8 2000 80      87 192

23-10-010 23-11-010 Plough Torsion Vee 2200 3200 126      60 2 3⁄8 2200 86      95 209

23-10-011 23-11-011 Plough Torsion Vee 2400 3400 133 7⁄8 60 2 3⁄8 2400 94      100 220

23-10-012 23-11-012 Plough Torsion Vee 2600 3600 141 3⁄4 60 2 3⁄8 2600 102      110 243

23-12-001 23-13-001 Plough H/Duty Torsion Vee 0900 1500 59 1⁄16 73 2 7⁄8 900 36      91 202

23-12-002 23-13-002 Plough H/Duty Torsion Vee 1050 1700 66 15⁄16 73 2 7⁄8 1050 42      106 234

23-12-003 23-13-003 Plough H/Duty Torsion Vee 1200 1950 76 3⁄4 73 2 7⁄8 1200 48      113 250

23-12-004 23-13-004 Plough H/Duty Torsion Vee 1400 2100 82 11⁄16 73 2 7⁄8 1400 56      127 280

23-12-005 23-13-005 Plough H/Duty Torsion Vee 1500 2500 98 7⁄16 73 2 7⁄8 1500 60      139 306

23-12-006 23-13-006 Plough H/Duty Torsion Vee 1600 2500 98 7⁄16 73 2 7⁄8 1600 64      142 313

23-12-007 23-13-007 Plough H/Duty Torsion Vee 1800 2700 106 5⁄16 73 2 7⁄8 1800 72      152 335

23-12-008 23-13-008 Plough H/Duty Torsion Vee 2000 3000 118 1⁄8 73 2 7⁄8 2000 80      163 360

23-12-009 23-13-009 Plough H/Duty Torsion Vee 2200 3200 126      73 2 7⁄8 2200 86      175 386

23-12-010 23-13-0010 Plough H/Duty Torsion Vee 2400 3400 133 7⁄8 73 2 7⁄8 2400 94      186 410

23-12-011 23-13-011 Plough H/Duty Torsion Vee 2600 3400 133 7⁄8 73 2 7⁄8 2600 102      189 416

23-12-012 23-13-012 Plough H/Duty Torsion Vee 2800 3900 153 9⁄16 73 2 7⁄8 2800 110      189 416

Torsion  
Vee Plough
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs is proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Prior to drive, bend, take-up and tail pulleys on single 
direction conveyors only.

FEATURES BENEFITS

Diagonal  
Plough

*Available with deflector for extreme conditions

Manufactured from high grade stainless steel = Improves structural integrity and longevity

Flexible installation 
=

=

Displaced material can be removed to either left or 
right hand side. This enables safer access for cleaning

Can be adjusted to suit any stringer width

Heavy duty design = Suitable for all applications

Blades are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code 
Natural 
Blades

Item Code 
FRAS  
Blades

Description
Frame Length Belt Width Weight

(mm) (inches) (mm) (inches) to (mm) (inches) (kg) (lbs)

20-10-001 20-11-001 Plough Standard Duty Diagonal 0600 to 0750 1150 45 2⁄7 600 24      to      800 32      25 55

20-10-002 20-11-002 Plough Standard Duty Diagonal 0900 to 1050 1650 65    900 36      to      1050 42      30 66

20-12-001 20-13-001 Plough H/Duty Diagonal 0600 to 0750 1150 45 2⁄7 600 24      to      800 32      57 125

20-12-002 20-13-002 Plough H/Duty Diagonal 0900 to 1050 1650 65    900 36      to      1050 42      66 146

20-12-003 20-13-003 Plough H/Duty Diagonal 1200 to 1500 2150 84 2⁄3 1200 48      to      1500 60      76 168

20-12-004 20-13-004 Plough H/Duty Diagonal 1600 to 1800 2650 104 1⁄3 1600 64      to      1800 72      86 189

Diagonal  
Plough
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ploughs are proven to protect and 
increase the life of your capital assets including pulleys 
and conveyor belt. This is achieved by removing displaced 
material on the return side of the conveyor belt prior to 
entering the pulley. It also improves tracking by reducing 
build-up on the pulley.

The reversing plough balances cost effectiveness with 
long life functionality makes it the ideal choice for your 
application.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
For use on bi-directional conveyor belts.

FEATURES BENEFITS

Reversing  
Plough

*Available with deflector for extreme conditions

Manufactured from high grade stainless steel = Increased longevity in structural components

Flexible installation =
Displaced material can be removed to either left 
or right hand side. This enables safer access for 
cleaning. Can be adjusted to suit any stringer width

Heavy duty design = Suitable for all applications

Blades are interchangeable with most brands =
Cost savings achieved without the need to replace 
the plough

Ability to supply blades with different wear 
characteristics to suit your specific applications

=

=

Increases life expectancy of polyurethane blades

Optimises performance due to correct blade selection
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Item Code 
Natural 
Blades

Item Code 
FRAS  
Blades

Description
Frame Length Belt Width Weight

(mm) (inches) (mm) (inches) to (mm) (inches) (kg) (lbs)

21-10-001 21-11-001 Plough Standard Duty Reversing 0600 to 0750 1150 45 2⁄7 600 24      to      800 32      35 76

21-10-002 21-11-002 Plough Standard Duty Reversing 0900 to 1050 1650 65    900 36      to      1050 42      43 94

21-12-001 21-13-001 Plough H/Duty Reversing 0600 to 0750 1150 45 2⁄7 600 24      to      800 32      78 171

21-12-002 21-13-002 Plough H/Duty Reversing 0900 to 1050 1650 65    900 36      to      1050 42      85 187

21-12-003 21-13-003 Plough H/Duty Reversing 1200 to 1500 2150 84 2⁄3 1200 48      to      1500 60      103 227

21-12-004 21-13-004 Plough H/Duty Reversing 1600 to 1800 2650 104 1⁄3 1600 64      to      1800 72      116 255

Reversing  
Plough
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global pulley lagging products protect 
and increase the life of your conveyor belt and pulleys 
by absorbing the wear between these interfacing 
components.  

In addition our design and construction improves 
resistance to slippage, corrosion and abrasion coupled 
with greater shedding capabilities. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
Plain lagging – All non-drive pulleys.

Diamond lagging – All drive pulleys.

FEATURES BENEFITS

Rubber 
Lagging

*Available in natural (SBR) and fire resistant anti-static (FRAS) compounds

Manufactured with CN bonding layer =
Delivers rubber tear bond to the shell which 
increases longevity

Factory buffed back and edges
=

=

Eliminates hazards associated with buffing

Reduces installation time and cost

Manufactured with a diamond pattern
=

= 

Improves water shedding

Minimises slippage

Available in 6.5m or 85m rolls = Reduces wastage

Can be installed in-situ without having to remove the 
pulley

=

=

Eliminates hazards associated with removing pulley

Reduces costs associated with removing pulley and 
crane hire

Manufactured with coloured wear indicators
=

=

Accurate identification of when lagging requires 
replacing

Allows identification of lagging type 
(natural or FRAS rubber)

Manufactured with cutting sypes = Allows easy adjustment of strip width to pulley diameter

Lagging packed in plastic film = Eliminates contamination of the buffed bonding layer
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Rubber 
Lagging

Item Code 
Natural  
Rubber

Item Code  
FRAS  
Rubber

Description Unit
Roll Length Thickness Weight

(m) (yards) (mm) (inches) (kg) (lbs)

29-10-001 29-11-001 Lagging, Rubber, Natural,  Diamond Grooved Roll 6.5 7 1⁄8 10 3⁄8 16 36

29-10-002 29-11-002 Lagging, Rubber, Natural,  Diamond Grooved Roll 6.5 7 1⁄8 12  1⁄2 20 44

29-10-003 29-11-003 Lagging, Rubber, Natural,  Diamond Grooved Roll 6.5 7 1⁄8 16  5⁄8 24 53

29-10-005 29-11-005 Lagging, Rubber, Natural,  Diamond Grooved Roll 85 93    12  1⁄2 260 573

29-10-006 TBA Lagging, Rubber, Natural,  Diamond Grooved Roll 85 93    16  5⁄8 315 694
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global ceramic pulley lagging has been 
engineered to provide an accentuated positive drive 
between pulley and belt, especially in conditions that 
normal rubber lagging would not accommodate.

Our dimpled ceramic lagging excels in challenging 
environments and offers improved defence against wear, 
thus reducing maintenance.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All conveyor drive pulleys.

FEATURES BENEFITS

Dimpled Ceramic  
Lagging

*Available in natural (SBR) and fire resistant anti-static (FRAS) compounds

Manufactured with CN bonding layer =
Delivers rubber tear bond to the shell which 
increases longevity

Manufactured with 92% aluminium oxide tiles 

=

=

=

Extreme wear resistance of lagging

Reduces maintenance

Reduces hazards associated with re-lagging the pulley

Manufactured with raised dimples = Increases drive efficiency and improves belt grip

Ceramic tiles bonded to rubber on all edges = Superior bond and tile pull-out (rubber tear)

Factory buffed back and edges
=

=

Eliminates hazards associated with buffing

Reduces installation time and cost

Manufactured to suit specific belt widths = Reduces wastage

Can be installed in-situ without having to remove 
the pulley

=

=

Eliminates hazards associated with removing pulley

Reduced costs associated with removing pulley and 
crane hire

Manufactured with cutting sypes = Allows easy adjustment of strip width to pulley diameter

Lagging packed in plastic film = Eliminates contamination of the buffed bonding layer
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Dimpled Ceramic  
Lagging

Item Code 
Natural  
Rubber

Item Code  
FRAS  
Rubber

Description Unit
Strip Length Ceramic Width Thickness Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

29-12-001 29-13-001 Lagging Ceramic Dimpled 0650mm Strip 1050 41 5⁄16 650 25 9⁄16 12  1⁄2 5 10

29-12-002 29-13-002 Lagging Ceramic Dimpled 0700mm Strip 1100 43 5⁄16 700 27 9⁄16 12  1⁄2 5 11

29-12-003 29-13-003 Lagging Ceramic Dimpled 0800mm Strip 1200 47 1⁄4 800 31 1⁄2 12  1⁄2 6 12

29-12-004 29-13-004 Lagging Ceramic Dimpled 0900mm Strip 1300 51 3⁄16 900 35 7⁄16 12  1⁄2 6 13

29-12-005 29-13-005 Lagging Ceramic Dimpled 0950mm Strip 1350 53 1⁄8 950 37 3⁄8 12  1⁄2 6 14

29-12-006 29-13-006 Lagging Ceramic Dimpled 1050mm Strip 1450 57 1⁄16 1050 41 5⁄16 12  1⁄2 7 15

29-12-031 29-13-031 Lagging Ceramic Dimpled 1100mm Strip 1500 59 1⁄16 1100 43 5⁄16 12  1⁄2 7 16

29-12-007 29-13-007 Lagging Ceramic Dimpled 1200mm Strip 1600 63      1200 47 1⁄4 12  1⁄2 8 17

29-12-032 29-13-032 Lagging Ceramic Dimpled 1300mm Strip 1700 66 15⁄16 1300 51 3⁄16 12  1⁄2 8 18

29-12-008 29-13-008 Lagging Ceramic Dimpled 1400mm Strip 1800 70 7⁄8 1400 55 1⁄8 12  1⁄2 9 19

29-12-009 29-13-009 Lagging Ceramic Dimpled 1500mm Strip 1900 74 13⁄16 1500 59 1⁄16 12  1⁄2 9 20

29-12-010 29-13-010 Lagging Ceramic Dimpled 1600mm Strip 2000 78 3⁄4 1600 63      12  1⁄2 10 22

29-12-034 29-13-033 Lagging Ceramic Dimpled 1700mm Strip 2100 82 11⁄16 1700 66 15⁄16 12  1⁄2 10 23

29-12-011 29-13-011 Lagging Ceramic Dimpled 1800mm Strip 2200 86 5⁄8 1800 70 7⁄8 12  1⁄2 11 24

29-12-012 29-13-012 Lagging Ceramic Dimpled 1900mm Strip 2300 90 9⁄16 1900 74 13⁄16 12  1⁄2 11 25

29-12-013 29-13-013 Lagging Ceramic Dimpled 2100mm Strip 2500 98 7⁄16 2100 82 11/16 12  1⁄2 13 28

29-12-014 29-13-014 Lagging Ceramic Dimpled 2200mm Strip 2600 102 3⁄8 2200 86 5⁄8 12  1⁄2 13 29

29-12-015 29-13-015 Lagging Ceramic Dimpled 2300mm Strip 2700 106 5⁄16 2300 90 9⁄16 12  1⁄2 14 30

29-12-016 29-13-016 Lagging Ceramic Dimpled 2400mm Strip 2800 110 1⁄4 2400 94 1⁄2 12  1⁄2 14 31

29-12-017 29-13-017 Lagging Ceramic Dimpled 2500mm Strip 2900 114 3⁄16 2500 98 7⁄16 12  1⁄2 15 32

29-12-018 29-13-018 Lagging Ceramic Dimpled 2600mm Strip 3000 118 1⁄8 2600 102 3⁄8 12  1⁄2 15 34

29-12-019 29-13-019 Lagging Ceramic Dimpled 2700mm Strip 3100 122 1⁄16 2700 106 5⁄16 12  1⁄2 16 35

29-12-020 29-13-020 Lagging Ceramic Dimpled 2800mm Strip 3200 126      2800 110 1⁄4 12  1⁄2 16 36

29-12-021 29-13-021 Lagging Ceramic Dimpled 2900mm Strip 3300 129 15⁄16 2900 114 3⁄16 12  1⁄2 17 37

29-12-022 29-13-022 Lagging Ceramic Dimpled 3000mm Strip 3400 133 7⁄8 3000 118 1⁄8 12  1⁄2 17 38
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global pulley lagging products protect 
and increase the life of your conveyor belt and pulleys 
by absorbing the wear between these interfacing 
components.  

In addition our design and construction improves 
resistance to slippage, corrosion and abrasion coupled 
with greater shedding capabilities. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All non-drive pulleys

FEATURES BENEFITS

Plain Ceramic  
Lagging

*Available in natural (SBR) and fire resistant anti-static (FRAS) compounds

Manufactured with CN bonding layer =
Delivers rubber tear bond to the shell which 
increases longevity

Manufactured with 92% aluminium oxide tiles 

=

=

=

Extreme wear resistance of lagging

Reduces maintenance

Reduces hazards associated with re-lagging the pulley

Ceramic tiles bonded to rubber on all edges = Superior bond and tile pull out (rubber tear)

Factory buffed back and edges
=

=

Eliminates hazards associated with buffing

Reduces installation time and cost

Manufactured to suit specific belt widths = Reduces wastage

Can be installed in-situ without having to remove 
the pulley

=

=

Eliminates hazards associated with removing pulley

Reduced costs associated with removing pulley and 
crane hire

Manufactured with cutting sypes = Allows easy adjustment of strip width to pulley diameter

Lagging packed in plastic film = Eliminates contamination of the buffed bonding layer
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Plain Ceramic  
Lagging

Item Code Natural  
Lagging

Item Code  
FRAS  
Lagging

Description Unit
Strip Length Ceramic Width Thickness Weight

(mm) (inches) (mm) (inches) (mm) (inches) (kg) (lbs)

29-14-001 29-15-001 Lagging Ceramic Plain 0650 Strip 1050 41 5⁄16 650 25 9⁄16 12 1/2 5 10

29-14-002 29-15-002 Lagging Ceramic Plain 0700 Strip 1100 43 5⁄16 700 27 9⁄16 12 1/2 5 11

29-14-003 29-15-003 Lagging Ceramic Plain 0800 Strip 1200 47 1⁄4 800 31 1⁄2 12 1/2 6 12

29-14-004 29-15-004 Lagging Ceramic Plain 0900 Strip 1300 51 3⁄16 900 35 7⁄16 12 1/2 6 13

29-14-005 29-15-005 Lagging Ceramic Plain 0950 Strip 1350 53 1⁄8 950 37 3⁄8 12 1/2 6 14

29-14-006 29-15-006 Lagging Ceramic Plain 1050 Strip 1450 57 1⁄16 1050 41 5⁄16 12 1/2 7 15

29-14-031 29-15-031 Lagging Ceramic Plain 1100 Strip 1500 59 1⁄16 1100 43 5⁄16 12 1/2 7 16

29-14-007 29-15-007 Lagging Ceramic Plain 1200 Strip 1600 63      1200 47 1⁄4 12 1/2 8 17

29-14-032 29-15-032 Lagging Ceramic Plain 1300 Strip 1700 66 15⁄16 1300 51 3⁄16 12 1/2 8 18

29-14-008 29-15-008 Lagging Ceramic Plain 1400 Strip 1800 70 7⁄8 1400 55 1⁄8 12 1/2 9 19

29-14-009 29-15-009 Lagging Ceramic Plain 1500 Strip 1900 74 13⁄16 1500 59 1⁄16 12 1/2 9 20

29-14-010 29-15-010 Lagging Ceramic Plain 1600 Strip 2000 78 3⁄4 1600 63      12 1/2 10 22

29-14-034 29-15-034 Lagging Ceramic Plain 1700 Strip 2100 82 11⁄16 1700 66 15⁄16 12 1/2 10 23

29-14-011 29-15-011 Lagging Ceramic Plain 1800 Strip 2200 86 5⁄8 1800 70 7⁄8 12 1/2 11 24

29-14-012 29-15-012 Lagging Ceramic Plain 1900 Strip 2300 90 9⁄16 1900 74 13⁄16 12 1/2 11 25

29-14-35 29-15-35 Lagging Ceramic Plain 2000 Strip 2400 94 1⁄2 2000 78 47⁄64 12 1/2 12 26

29-14-36 29-15-35 Lagging Ceramic Plain 2100 Strip 2500 98 7⁄16 2100 82 43⁄64 12 1/2 12 27
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global pulley lagging products protect 
and increase the life of your conveyor belt and pulleys 
by absorbing the wear between these interfacing 
components.  

In addition, our design and construction improves 
resistance to slippage, corrosion and abrasion coupled 
with greater shedding capabilities. 

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All non-drive pulleys.

FEATURES BENEFITS

Polyurethane  
Lagging

Manufactured with CN bonding layer =
Delivers rubber tear bond to the shell which 
increases longevity

Factory buffed back and edges
=

=

Eliminates hazards associated with buffing

Reduces installation time and cost

Lower DIN abrasion

=

=

=

Increases longevity of lagging (up to 4 times when 
compared to rubber lagging)

Maximises re-lagging frequency

Reduces the hazards associated with re-lagging

Can be installed in-situ without having to remove the 
pulley

=

=

Eliminates hazards associated with removing pulley

Reduces costs associated with removing pulley and 
crane hire

Lagging packed in plastic film = Eliminates contamination of the buffed bonding layer
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Polyurethane  
Lagging

*Custom sizes up to 4.0m available upon request.

For more information, please contact TS Global directly and/or your TS Global product distributor. 

Item Code Description Unit
Strip Length Thickness Weight

(m) (yards) (mm) (inches) (kg) (lbs)

29-16-001 Lagging Polyurethane Natural Strip 6.5 7 1⁄8 12  1⁄2 22 49
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global pulley lagging products protect 
and increase the life of your conveyor belt and pulleys 
by absorbing the wear between these interfacing 
components.  

Hot cast polyurethane lagging is used in those instalments 
where corrosion or high wear threaten the longevity of 
rubber lagging or pulley shells. Hot cast lagging is cast 
directly onto the pulley shell and provides the most 
superior bond strengths and high resistance to shell 
corrosion.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All non-drive pulleys.

FEATURES BENEFITS

Hot Cast Polyurethane 
Lagging

*Available in natural (SBR) and fire resistant anti-static (FRAS) compounds

Workshop cast and cured in an oven

=

=

=

Superior bond to the shell which increases longevity

Eliminates hazards associated with onsite lagging

Reduces wastage

No joins or seams = Eliminates failure points in conventional strip lagging

Workshop machined after polyurethane application
=

= 

Improves total indicator runout (TIR)

Delivers noise reduction in service which minimises 
exposure to safety hazards

Multiple patterns available (diamond/ herring bone)
=

=

Improves water shedding

Minimises build-up

Lower DIN abrasion

=

=

=

Increases longevity of lagging (up to 6 times when 
compared to rubber lagging)

Maximises re-lagging frequency

Reduces the hazards associated with re-lagging pulley
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Hot Cast Polyurethane 
Lagging

Please contact TS Global for part number, length and weight.
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of Tru-Trac compact dual return trackers are 
guaranteed to protect and increase the longevity of the 
conveyor belt by ensuring your belt tracks true.

The Tru-Trac tracker design focuses on improving 
conveyor performance. This is achieved by reducing 
maintenance downtime, increasing productivity attributed 
to belt tracking issues and minimising spillage around the 
head transition and loading areas.

Balancing cost effectiveness with long life functionality 
makes Tru Trac the ideal choice for your conveyor.

Application
Suitable for single and reverse direction conveyor belts. 
Available for 1050mm - 2000mm belt and for speeds up 
to 6.5m/s.

FEATURES BENEFITS

Compact Dual Return  
Trackers

Exceptional performance =
The dual configuration delivers a responsive tracking 
action

Simple Installation
=

=

Fully adjustable for all stringer width and heights

Can be installed on the clean side of the belt

Individual rollers for easy replacement

=

=

=

Tracking rollers can be easily replaced

Minimises potential bearing failure

Available with multiple lagging options

Enhanced centre pivot
=

=

Provides instant activation to centralise the belt

Low maintenance and can easily be greased 

Rollers bearings = Standard or thrust bearing configuration available

Slow speed belts =
Slow speed adapters can be easily added to the dual 
return tracker for belts slower than 1m/s

Operates in all conditions = Excellent perofrmance on reversing belts
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Compact Dual Return 
Trackers

Item Code Description Unit
Weight

(kg)

52-18-001 Tru Trac Dual Return Thrust Compact Adjustable Base 1050BW Rubber Each 130

52-18-002 Tru Trac Dual Return Thrust Compact Adjustable Base 1200BW Rubber Each 180

52-18-003 Tru Trac Dual Return Thrust Compact Adjustable Base 1350BW Rubber Each 190

52-18-004 Tru Trac Dual Return Thrust Compact Adjustable Base 1400BW Rubber Each 200

52-18-005 Tru Trac Dual Return Thrust Compact Adjustable Base 1500BW Rubber Each 210

52-18-006 Tru Trac Dual Return Thrust Compact Adjustable Base 1600BW Rubber Each 250

52-18-007 Tru Trac Dual Return Thrust Compact Adjustable Base 1650BW Rubber Each 260

52-18-008 Tru Trac Dual Return Thrust Compact Adjustable Base 1800BW Rubber Each 270

52-18-009 Tru Trac Dual Return Thrust Compact Adjustable Base 2000BW Rubber Each 280

52-18-010 Tru Trac Dual Return Thrust Compact Adjustable Base 2100BW Rubber Each 290

52-18-011 Tru Trac Dual Return Thrust Compact Adjustable Base 2200BW Rubber Each 300

52-18-012 Tru Trac Dual Return Thrust Compact Adjustable Base 2300BW Rubber Each 200

52-18-013 Tru Trac Dual Return Thrust Compact Adjustable Base 2400BW Rubber Each 210

52-18-014 Tru Trac Dual Return Thrust Compact Adjustable Base 2500BW Rubber Each 220

52-25-001 Tru Trac Dual Return Thrust Compact Adjustable Base 1050BW FRAS Polyurethane Each 230

52-25-002 Tru Trac Dual Return Thrust Compact Adjustable Base 1200BW FRAS Polyurethane Each 240

52-25-003 Tru Trac Dual Return Thrust Compact Adjustable Base 1350BW FRAS Polyurethane Each 280

52-25-004 Tru Trac Dual Return Thrust Compact Adjustable Base 1400BW FRAS Polyurethane Each 290

52-25-005 Tru Trac Dual Return Thrust Compact Adjustable Base 1500BW FRAS Polyurethane Each 300

52-25-006 Tru Trac Dual Return Thrust Compact Adjustable Base 1600BW FRAS Polyurethane Each 310

52-25-007 Tru Trac Dual Return Thrust Compact Adjustable Base 1650BW FRAS Polyurethane Each 320

52-25-008 Tru Trac Dual Return Thrust Compact Adjustable Base 1800BW FRAS Polyurethane Each 330

52-25-009 Tru Trac Dual Return Thrust Compact Adjustable Base 2000BW FRAS Polyurethane Each 160

52-25-010 Tru Trac Dual Return Thrust Compact Adjustable Base 2100BW FRAS Polyurethane Each 170

52-25-011 Tru Trac Dual Return Thrust Compact Adjustable Base 2200BW FRAS Polyurethane Each 180

52-25-012 Tru Trac Dual Return Thrust Compact Adjustable Base 2300BW FRAS Polyurethane Each 190

52-25-013 Tru Trac Dual Return Thrust Compact Adjustable Base 2400BW FRAS Polyurethane Each 200

52-25-014 Tru Trac Dual Return Thrust Compact Adjustable Base 2500BW FRAS Polyurethane Each 240

For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global heavy duty trackers are guaranteed 
to protect and increase the longevity of the conveyor belt 
by ensuring your belt tracks true.

Our tracker design focuses on improving conveyor 
performance. This is achieved by reducing maintenance 
downtime, increasing productivity attributed to belt 
tracking issues and minimising spillage around the head 
transition and loading areas.

Balancing cost effectiveness with long life functionality 
makes heavy duty trackers the ideal choice for your 
application.

Application
Suitable for single direction conveyor belts. 1400mm or 
above for coal or similar materials. Suitable for iron ore 
application to 1500mm or similar materials.

FEATURES BENEFITS

Heavy Duty  
Trackers

Manufactured with cam followers = Improves structural integrity and longevity

Actively corrects belt tracking issues 
=

=

Minimises damage to belt

Eliminates the need to physically adjust belt

Manufactured from high grade stainless steel = Increases longevity in structural components

Pivots on a thrust plate

=
= 
= 
=

Increases longevity
Ensures continual free flowing operation
Eliminates the need for greasing
Minimises potential bearing failure

Designed to allow modular assembly and installation
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Custom made to suit specific conveyors
=

=

Ensures unit will bolt directly onto structure without 
the need to modify
Eliminates hazards associated with site modifications

Robust design = Provides structural integrity in heavy duty applications

Designed to accommodate site rollers = Utilises existing site roller stock

Supplied with 100mm diameter heavy duty servo 
rollers

=
=

Ensures long life under extreme conditions
Minimised risk of belt damage
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Heavy Duty  
Trackers

Item Code Description Unit
Belt Width Weight

(mm) (inches) (kg) (lbs)

50-20-006 TS Belt Tracker H/Duty 1 Roll Flat Return 0900 Each 900 36      87 192

50-20-007 TS Belt Tracker H/Duty 1 Roll Flat Return 1050 Each 1050 42      89 196

50-20-008 TS Belt Tracker H/Duty 1 Roll Flat Return 1200 Each 1200 48      91 201

50-20-009 TS Belt Tracker H/Duty 1 Roll Flat Return 1400 Each 1400 56      93 205

50-20-010 TS Belt Tracker H/Duty 1 Roll Flat Return 1500 Each 1500 60      95 209

50-20-011 TS Belt Tracker H/Duty 1 Roll Flat Return 1600 Each 1600 64      96 212

50-20-012 TS Belt Tracker H/Duty 1 Roll Flat Return 1800 Each 1800 72      100 220

50-21-004 TS Belt Tracker H/Duty 2 Roll Vee Return 0900 Each 900 36      87 192

50-21-005 TS Belt Tracker H/Duty 2 Roll Vee Return 1050 Each 1050 42      89 196

50-21-006 TS Belt Tracker H/Duty 2 Roll Vee Return 1200 Each 1200 48      91 201

50-21-007 TS Belt Tracker H/Duty 2 Roll Vee Return 1400 Each 1400 56      93 205

50-21-008 TS Belt Tracker H/Duty 2 Roll Vee Return 1500 Each 1500 60      95 209

50-21-009 TS Belt Tracker H/Duty 2 Roll Vee Return 1600 Each 1600 64      96 212

50-21-010 TS Belt Tracker H/Duty 2 Roll Vee Return 1800 Each 1800 72      100 220

50-22-006 TS Belt Tracker H/Duty 3 Roll Trough 0900 Each 900 36      87 192

50-22-007 TS Belt Tracker H/Duty 3 Roll Trough 1050 Each 1050 42      89 196

50-22-008 TS Belt Tracker H/Duty 3 Roll Trough 1200 Each 1200 48      91 201

50-22-009 TS Belt Tracker H/Duty 3 Roll Trough 1400 Each 1400 56      93 205

50-22-010 TS Belt Tracker H/Duty 3 Roll Trough 1500 Each 1500 60      95 209

50-22-011 TS Belt Tracker H/Duty 3 Roll Trough 1600 Each 1600 64      96 212

50-22-012 TS Belt Tracker H/Duty 3 Roll Trough 1800 Each 1800 72      100 220
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global extra heavy duty trackers are 
guaranteed to protect and increase the longevity of the 
conveyor belt by ensuring your belt tracks true.

Our tracker design focuses on improving conveyor 
performance. This is achieved by reducing maintenance 
downtime, increasing productivity attributed to belt 
tracking issues and minimising spillage around the head 
transition and loading areas.

Balancing cost effectiveness with long life functionality 
makes heavy duty trackers the ideal choice for your 
application.

Application
Suitable for all single direction conveyor belt widths. 
Suitable for all iron ore or similar materials.

FEATURES BENEFITS

Extra Heavy Duty  
Trackers

Actively corrects belt tracking issues 
=

=

Minimises damage to belt

Eliminates the need to physically adjust

Manufactured from high grade stainless steel = Increases longevity in structural components

Pivots on a thrust plate

=
= 
= 
=

Increases longevity
Ensures continual free flowing operation
Eliminates the need for greasing
Minimises potential bearing failure

Designed to allow modular assembly and installation
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Custom made to suit specific conveyors
=

=

Ensures unit will bolt directly onto structure without 
the need to modify

Eliminates hazards associated with site modifications

Robust design = Provides structural integrity in extreme applications

Designed to accommodate site rollers = Utilising existing site roller stock

Supplied with 100mm diameter heavy duty 
servo rollers

=

=

Ensure long life under extreme conditions

Minimised risk of belt damage
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Extra Heavy Duty  
Trackers

Item Code Description Unit
Belt Width Weight

(mm) (inches) (kg) (lbs)

50-10-003 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 0900 Each 900 36      170 375

50-10-004 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1050 Each 1050 42      180 397

50-10-005 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1200 Each 1200 48      190 419

50-10-006 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1400 Each 1400 56      200 441

50-10-007 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1500 Each 1500 60      210 463

50-10-008 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1600 Each 1600 64      250 551

50-10-009 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 1800 Each 1800 72      260 573

50-10-010 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 2000 Each 2000 80      270 595

50-10-011 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 2200 Each 2200 86      280 617

50-10-012 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 2400 Each 2400 94      290 639

50-10-013 TS Belt Tracker Extra H/Duty 1 Roll Flat Return 2600 Each 2600 102      300 661

50-11-003 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 0900 Each 900 36      200 441

50-11-004 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1050 Each 1050 42      210 463

50-11-005 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1200 Each 1200 48      220 485

50-11-006 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1400 Each 1400 56      230 507

50-11-007 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1500 Each 1500 60      240 529

50-11-008 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1600 Each 1600 64      280 617

50-11-009 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 1800 Each 1800 72      290 639

50-11-010 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 2000 Each 2000 80      300 661

50-11-011 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 2200 Each 2200 86      310 683

50-11-012 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 2400 Each 2400 94      320 705

50-11-013 TS Belt Tracker Extra H/Duty 2 Roll Vee Return 2600 Each 2600 102      330 728

50-12-003 TS Belt Tracker Extra H/Duty 3 Roll Trough 0900 Each 900 36      160 353

50-12-004 TS Belt Tracker Extra H/Duty 3 Roll Trough 1050 Each 1050 42      170 375

50-12-005 TS Belt Tracker Extra H/Duty 3 Roll Trough 1200 Each 1200 48      180 397

50-12-006 TS Belt Tracker Extra H/Duty 3 Roll Trough 1400 Each 1400 56      190 419

50-12-007 TS Belt Tracker Extra H/Duty 3 Roll Trough 1500 Each 1500 60      200 441

50-12-008 TS Belt Tracker Extra H/Duty 3 Roll Trough 1600 Each 1600 64      240 529

50-12-009 TS Belt Tracker Extra H/Duty 3 Roll Trough 1800 Each 1800 72      250 551

50-12-010 TS Belt Tracker Extra H/Duty 3 Roll Trough 2000 Each 2000 80      260 573

50-12-011 TS Belt Tracker Extra H/Duty 3 Roll Trough 2200 Each 2200 86      270 595

50-12-012 TS Belt Tracker Extra H/Duty 3 Roll Trough 2400 Each 2400 94      280 617

50-12-013 TS Belt Tracker Extra H/Duty 3 Roll Trough 2600 Each 2600 102      290 639
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global hydraulic tracking units are 
guaranteed to protect and increase the longevity of the 
conveyor belt by ensuring your belt tracks true.

Our tracker design focuses on improving conveyor 
performance. This is achieved by reducing maintenance 
downtime, increasing productivity attributed to belt 
tracking issues and minimising spillage around the head 
transition and loading areas.

Balancing cost effectiveness with long life functionality 
makes hydraulic tracking units the ideal choice for your 
application.

Application
Suitable for single direction conveyor belts 1400mm or 
above for coal and all iron ore applications.

FEATURES BENEFITS

Hydraulic Tracking  
Units

Manufactured from high grade stainless steel = Increases longevity in structural components

Fully sealed system = Requires minimal maintenance or adjustment and 
provides unstoppable slewing power

Six years proven history on problem conveyors = No other tracking system has been effective enough 
to prevent belt drift trips

Designed to allow modular assembly and installation
=
=

Allows easier access into tight fitting areas
Reduces manual handling hazards

Self-powered = No external power supply required

Custom made to suit specific conveyors
=

=

Ensures unit will bolt directly onto structure without 
the need to modify
Eliminates hazards associated with site modifications

Robust design = Provides structural integrity in extreme applications 
eg, hard rock or iron ore

Designed to accommodate site rollers = Utilise existing site roller stock

Utilises belt wander switch to demine position of belt
=
=

No requirement for servo rollers
Reacts instantly to belt wander
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Hydraulic Tracking  
Units

Please contact TS Global for part number, length and weight.
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Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS Global inverted vee trackers are 
guaranteed to protect and increase the longevity of the 
conveyor belt by ensuring your belt tracks true.

Our tracker design focuses on improving conveyor 
performance. This is achieved by reducing maintenance 
downtime, increasing productivity attributed to belt 
tracking issues and minimising spillage around the head 
transition and loading areas.

Balancing cost effectiveness with long life functionality 
makes our tunnel trackers the ideal choice for your 
application.

Application
Suitable for single, reversing or short centred conveyors. 

FEATURES BENEFITS

Inverted Vee  
Tracker

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed to allow modular assembly and installation
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Designed with minimal moving parts = Low maintenance required

Designed with telescopic cross beams = Enables use on any conveyor, at any point 

No servo rollers required =
Eliminates risk of belt damage caused by failed 
servo rollers
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Item Code FRAS  
Blades Description Unit

Belt Width Weight

(mm) (inches) to (mm) (inches) (kg) (lbs)

50-15-001 TS Belt Tracker Inverted Vee 0450 to 0650 Each 450 18      to      650 26      19 41

50-15-002 TS Belt Tracker Inverted Vee 0750 to 1200 Each 750 30      to      1200 48      29 64

50-15-003 TS Belt Tracker Inverted Vee 1350 to 1800 Each 1350 54      to      1800 72      51 112

Inverted Vee  
Tracker
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For more information, please contact TS Global directly and/or your TS Global product distributor. 



PRODUCT
FACT
SHEET

Conveyor & Polyurethane Specialists

PAGE 85

Proven Performance
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The range of TS Global polyurethane skirt systems 
ensures maximum retention of dust and product within the 
transfer chute reducing safety hazards and environmental 
impact around the conveyor.

This is achieved by ensuring that the structural steel of 
the transfer chute remains clear of the belt, reducing the 
possibility of belt damage through gouging, while the 
polyurethane skirt seals the transfer.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All conveyor loading areas. 

FEATURES BENEFITS

TuffPoly  
Skirt System

Manufactured from high grade polyurethane = Increases longevity

Manufactured in 1340mm modules
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Mounting bolts manufactured from 304 stainless 
steel and adjusting nuts manufactured from brass

=

=

Eliminates binding

Easy to adjust and maintain

Manufactured from robust polyurethane
=

=

Improves sealing effectiveness

Improves product retention

*Available in natural and FRAS polyurethane.
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Item Code Description Unit
Overall Length Weight

(mm) (inches) (kg) (lbs)

30-15-001 Skirting, Tuff polyurethane, Natural Each 1340 52 3⁄4 6 14

30-15-002 Skirting, Tuff polyurethane, FRAS Each 1340 52 3⁄4 6 14

TuffPoly  
Skirt System
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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The range of TS Global skirting systems ensures maximum 
retention of dust and product within the transfer chute 
reducing safety hazards and environmental impact 
around the conveyor.

This is achieved by ensuring that the structural steel of 
the transfer chute remains clear of the belt, reducing the 
possibility of belt damage through gouging, while the skirt 
rubber seals the transfer.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All conveyor loading areas. 

FEATURES BENEFITS

TuffClamp  
Skirt System

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed and supplied as individual components
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Mechanical screw up adjusters =
Positive clamping into the soft skirt rubber to ensure 
retention

Manufactured with acme threaded adjusters = Prevents seizing

Clamps are designed to interlock with the clamp rail =
Ensures clamps will not vibrate loose, eliminating 
the possibility of the rail dropping down and 
damaging the belt

Dimpled skirt rail =
Superior clamping force which improves rubber 
retention

Flexibility in positioning of clamps to avoid chute 
obstructions

=

=

Faster installation

Reduces safety hazards

Can accommodate between 10mm and 19mm thick 
skirt rubber

=
A standardised system can be used across your site 
with varying rubber thicknesses

*TS Global can also supply a full range of skirting rubber
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TuffClamp  
Skirt System

Item Code Description Unit
Overall Length Weight

(mm) (inches) (kg) (lbs)

30-10-001 Skirting, TuffClamp system Each 1000 39 3⁄8 6 14

30-11-001 Skirting, TuffClamp system - low profile Each 1000 39 3⁄8 6 13
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product
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The range of TS Global Skirting systems ensures 
maximum retention of dust and product within the transfer 
chute reducing safety hazards and environmental impact 
around the conveyor.

This is achieved by ensuring that the structural steel of 
the transfer chute remains clear of the belt, reducing the 
possibility of belt damage through gouging, while the skirt 
rubber seals the transfer.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application
All conveyor loading areas. 

FEATURES BENEFITS

TuffLock  
Skirt System

Manufactured from high grade stainless steel = Increases longevity in structural components

Designed in 1.2m modules
=

=

Allows easier access into tight fitting areas

Reduces manual handling hazards

Mechanical toggles utilised =
Quick and positive clamping into the soft skirt rubber 
to ensure retention

Available in standard and low profile =
Allows the skirt system to be matched to the area 
available for installation

Can accommodate between 10mm and 19mm thick 
skirt rubber

=
A standardised system can be used across your site 
with varying rubber thicknesses

*TS Global can also supply a full range of skirting rubber



PRODUCT
FACT
SHEET

DISTRIBUTED BY

Conveyor & Polyurethane Specialists

ABN 30 603 644 748

PHONE 1300 418 298  •  EMAIL sales@tsglobal.net.au  •  WEB www.tsglobal.net.au

WA OFFICE
Welshpool WA 

NSW OFFICE
Tomago NSW

QLD OFFICE
Emerald QLD

PAGE 90

TuffLock  
Skirt System

Item Code Description Unit
Overall Length Weight

(mm) (inches) (kg) (lbs)

30-12-001 Skirting, Tufflock system Each 1200 47 1⁄4 7 16
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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Proven Performance

Quality Product
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The range of TS Global skirting systems ensures maximum 
retention of dust and product within the transfer chute 
reducing safety hazards and environmental impact 
around the conveyor.

Polyurethane skirt material has superior DIN abrasion 
performance, delivering an extended life over traditional 
skirt rubber. The reduced friction between the belt and 
polyurethane skirt minimises wear to the top cover and 
reduces drag.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application.

Application

FEATURES BENEFITS

Polyurethane  
Skirt Products

A low co-efficient of friction between polyurethane 
skirt and the belt

=

=

Reduces drag on the belt

Reduces wear in skirt area

Improved abrasion resistance over traditional 

rubber skirts 

=

=

Extends life

Reduces maintenance

Supplied with a 35º chamfer on one edge = Allows for more effective sealing

Manufactured from 65 durometer polyurethane = Minimises wear to the belt

Available in 30m (90ft) rolls = Eliminates joins in skirt area

*TS Global can supply a full range of skirt systems
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Polyurethane  
Skirt Products

Item Code Description*
Unit

30m Rolls
(90ft)

Weight

(kg) (lbs)

30-C17-008 TUFF Skirt Polyurethane Natural 100mm (39 3⁄8) x 12mm (1⁄2) Each 51 112

30-C17-009 TUFF Skirt Polyurethane Natural 150mm (5 7⁄8) x 12mm (1⁄2) Each 63 139

30-C17-010 TUFF Skirt Polyurethane Natural 200mm (7 7⁄8) x 12mm (1⁄2) Each 78 172

30-C17-011 TUFF Skirt Polyurethane Natural 250mm (9 13⁄16) x 12mm (1⁄2) Each 98 216

30-C17-015 TUFF Skirt Polyurethane Natural 450mm (17 11⁄16) x 12mm (1⁄2) Each 176 388

30-C17-016 TUFF Skirt Polyurethane Natural 75mm (2 15⁄16) x 16mm (5⁄8) Each 51 112

30-C17-020 TUFF Skirt Polyurethane Natural 100mm (39 3⁄8) x 16mm (5⁄8) Each 66 146

30-C17-021 TUFF Skirt Polyurethane Natural 150mm (5 7⁄8) x 16mm (5⁄8) Each 95 209

30-C17-022 TUFF Skirt Polyurethane Natural 200mm (7 7⁄8) x 16mm (5⁄8) Each 132 291

30-C17-023 TUFF Skirt Polyurethane Natural 250mm (9 13⁄16) x 16mm (5⁄8) Each 165 364

30-C17-031 TUFF Skirt Polyurethane Natural 150mm (5 7⁄8) x 19mm (3⁄4) Each 120 265

30-C17-032 TUFF Skirt Polyurethane Natural 200mm (7 7⁄8) x 19mm (3⁄4) Each 160 353

30-C17-041 TUFF Skirt Polyurethane Natural 150mm (5 7⁄8) x 25mm (3⁄4) Each 158 348

*Other sizes available by request.

For more information, please contact TS Global directly and/or your TS Global product distributor. 
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FEATURES BENEFITS

Pulley Lifting  
Beam

The TS Global pulley lifting beam has been designed to assist 
in the safe handling of conveyor pulleys. The pulley lifting beam 
comes in 4.5T, 7T, and 12T variants. Its multi-hole telescoping 
rail system can be adjusted to suit any face width between 
882mm to 2441mm. The lifting beam allows you to balance 
the lift and remove the pulley in difficult situations in a safe and 
efficient manner. 

Balancing cost effectiveness with long life functionality makes 
this the ideal choice for your application. TS Global’s pulley 
lifting beam range is rated and certified to the Australian 
Standards AS3990 and AS4991.

Application 
Model Typical Belt Width (mm) Face Width (mm)

Small 4.5 Tonne 800mm – 1200mm 882mm-1482mm

Medium 7 Tonne 1000mm – 1800mm 1150mm-1986mm

Large 12 Tonne 1400mm – 2300mm 1541mm-2441mm

Multi hole rail system with rapid adjustable dog 
bone

=

=

=

Flexible in difficult situations increasing safety  
and efficiency

Allows the pulley lift to be balanced for safe 
removal

Can be adjusted to suit a range of pulley faces

Available in a range of load ratings = Ensures the correct unit is used for the lift

Compact design = Fits into tight applications

C shape design

=

=

Allows pulley to be removed without the removal  
of belt

Assists in getting lifting point directly over the 
centre of the pulley

Secondary safety chains = Provides a secondary safety device to reduce risks



PRODUCT
FACT
SHEET

DISTRIBUTED BY

Conveyor & Polyurethane Specialists

ABN 30 603 644 748

PHONE 1300 418 298  •  EMAIL sales@tsglobal.net.au  •  WEB www.tsglobal.net.au

WA OFFICE
Welshpool WA 

NSW OFFICE
Tomago NSW

QLD OFFICE
Emerald QLD

PAGE 94

Pulley Lifting  
Beam

Item Code Description Unit
Belt Width Face Width WLL Weight

(mm) (inches) to (mm) (inches) (mm) (inches) to (mm) (inches) (t) (kg) (lbs)

34-10-001 4.5 Tonne Pulley Lifting Beam Each 800 311⁄2 to 1200 47 1⁄4 882 34 3⁄4 to 1482 58 3⁄8 4.5 190 419

34-10-002 7 Tonne Pulley Lifting Beam Each 1000 39 3⁄8 to 1800 70 7⁄8 1150 45 1⁄4 to 1986 78 3⁄16 7 300 661

34-10-003 12 Tonne Pulley Lifting Beam Each 1400 55 1⁄8 to 2300 90 9⁄16 1541 60 11⁄16 to 2441 96 1⁄8 12 770 1698
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For more information, please contact TS Global directly and/or your TS Global product distributor. 
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The TS Global range of impact beds are designed to be 
installed below the conveyor loading zones and absorb 
impact forces applied onto the belt via the transfer of 
product from one conveyor to another. The dampening of 
these forces minimises the potential risk of damage to the 
conveyor belt. Our robust units are custom designed for 
each application and are suitable for use in high impact 
areas. Manufactured from stainless steel or mild steel 
(finished with galvanised coating), our units balance cost 
effectiveness with long-life functionality making this the 
ideal choice for your application.

 

Application
Suitable for any impact zone

FEATURES BENEFITS

Impact
Beds

Adjustable trough angle = Can be site adjusted between 35-45 degrees

Innovative modular design
=

=

Allows for impact bars to be retracted to both sides 
of the conveyor for maintenance

Can be handled in small parts minimising manual 
handling

Robust design
=

=

Increases longevity

Optimises performance

Unit welded to AS/NZS – 1554.1 and galvanised
=

=

Increase longevity

Optimises performance

Available in various lengths = Flexible to meet site needs

Impact bars manufactured from UHMWPE with  
lead-in/lead-out chamfer

=

=

=

Reduces wear and impact damage to belt

Increases life of impact slide bars

Reduces belt drag, increasing efficiency

Supports conveyor belt in loading zone
=

=

Provides improved surface for skirts to seal against, 
minimising fugitive dust impacting on the environment

Minimises clean-up around the conveyor loading area
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Please contact TS Global for part number, length and weight.

Impact
Beds
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The TS Global Roller Carrier has been designed to 
minimise safety hazards associated with carrying 
conveyor rollers along the conveyor. The use of the 
roller carrier ensures that the worker has a hand free to 
maintain 3 points of contact on stairs or gantries. The 
unit is designed to accept 14 and 22mm Across the Flat 
(A/F) rollers and can be used by an individual or as part 
of a 2-person lift.

Balancing cost effectiveness with long life functionality 
makes this the ideal choice for your application. 

Application
Used on all Flat Return, Vee Return and Trough rollers 
under 50kg with either 14 or 22mm A/F slots as an 
individual or up to 100kg as part of a 2 person lift.

FEATURES BENEFITS

Roller
Carrier

Manufactured from 304 stainless steel	 = Eliminates corrosion and maximises life

Supplied with a padded and adjustable 
shoulder strap

=

=

=

=

Allows the worker to carry the roller,  
leaving hands free

Minimises safety hazards

Can be adjusted to suit the worker

Improved comfort

Can be used for a dual lift on longer  
and heavier rollers

=
Minimises manual handling hazards  
on heavy or long rollers

Designed with SWL of 50kgs =
Certified SWL eliminates the risk of component 
failure under normal use

Designed with a safety clasp =
Ensures that roller is safely retained within  
the Roller Carrier and cannot dislodge
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The range of TS global inspection doors provide a safe 
inspection point for access to cleaners and chute. Our 
inspection doors are simple to install and allow easy 
access for maintenance and service.

 

Application
Installed in any conveyor chute.

FEATURES BENEFITS

Basic Inspection  
Door

Easy to use	 = Allows safe inspection of cleaners

Effective seal = Retains dust within confines  
of the transfer chute

Safety mesh =
Improves accessibility for inspection  
or adjustment while conveyor is running

Available in 3 sizes = Flexible to use

INSPECTION DOOR

CURRENT DESIGN

NEW STYLE

Q
H

SE
-F

AC
-0

52
 (

R
ev

 2
)



PRODUCT
FACT
SHEET

Conveyor & Polyurethane Specialists

PAGE 99

INSPECTION DOOR

CURRENT DESIGN

NEW STYLE

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery

The range of TS global inspection doors provide a safe 
inspection point for access to cleaners and chute. Our 
inspection doors are simple to install and allow easy 
access for maintenance and service.

 

Application
Installed in any conveyor chute.

FEATURES BENEFITS

Premium Inspection  
Door

Easy to use	 = Allows safe inspection of cleaners

Effective seal = Retains dust within confines  
of the transfer chute

Safety mesh =
Improves accessibility for inspection  
or adjustment while conveyor is running

Available in 3 sizes = Flexible to use

Hinged safety mesh = Allows access for maintenance
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Colour:	 Red Hardness:	 80 - 85A

Shrinkage:	 <1% Shelf life:	12 months @ 22°C (71.6°F)

Working time:	 10 to 15 mins  
@ 24°C (75.2°F)

Return belt to service:  
4 hr @ 24°C (75.2°F)

FEATURES BENEFITS

Redi Repair
Product Range

Fast curing (30 minutes)
=

=
Minimises downtime for maintenance 
Increases conveyor availability

Working time of 10-15 minutes = Increases time for applicators to apply product

High viscosity = Able to be applied on inclines up to 45 degrees without 
sagging or slumping

High quality bond = Increases longevity of the repair over  
traditional techniques

Excellent abrasion and tear resistance
=

=
Increases life in high wear zones 
Increases strength throughout the repair

Light and compact = Reduces hazards associated with manual handling of 
capital equipment such as vulcanisers and spot presses

Self-mixing
=

=

Product is automatically mixed to correct ratio via  
self-mixing nozzle eliminating human error  
No-hand mixing required

Cost efficient
=
=
=

Minimal labour to apply  
No hire charge for equipment 
Long lasting

Redi Repair provides a simple, efficient and cost effective solution for 
a damaged or torn conveyor belt. It delivers a fast curing, high quality 
bond to the belt surface. The two-part 100% solids polyurethane 
material also provides excellent abrasion and tear resistance. Our Redi 
Repair accessories have been developed to assist in safe and efficient 
application of the product by avoiding air entrapment, improving product 
mixing consistency, minimising waste and increasing productivity

Application
Suitable for repairs to rubber (fabric and steel cord) and PVC (solid 
woven) conveyor belts, including repairing tears, spot/punctures, 
holes, skirt damage, edge damage, splice damage and protecting 
mechanical fasteners.

Proven Performance

Quality Product

Flexibility in Design

On-time Delivery
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Item Code Description Unit
Weight Volume

(g) (oz) (ml) (Fl oz)

60-13-100
Redi Repair Natural 85 kit (including 1 x Redi Repair  
Natural 85, Cleaning Solution N85, Primer N85, mixing 
nozzle, paint brush, plastic scraper, rubber gloves).

Each 1100 39 1000 34

Redi Repair
Product Range

Item Code Description Unit
Weight

(kg) (lbs)

60-13-168 Battery caulking gun kit with 2.0Ah battery and charger Each 7 14

60-13-169 Battery caulking gun kit (skin only) Each 6 12

60-13-170 Pneumatic caulking gun Each 2 3.0

60-13-171 Manual caulking gun Each 0.6 1.0

60-13-172 Static mixing nozzle Each 0.1 0.2

60-13-173 250mm (10”)Steel scraper Each 0.1 0.2

Repair Materials

Accessories
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For more information, please contact TS Global directly and/or your TS Global product distributor. 

For more information, please contact TS Global directly and/or your TS Global product distributor. 


